
6100
Footswitch

b u s i n e s s  p a r t n e r

The footswitch 6100 is a control device for all industrial 
machine tool. It operates as an auxiliary controller of electrical 
motors through a power interface, such as a contactor.

Features
Each unit can have 1NO+1NC snap or slow action switches, 
or 2NO+2NC slow action switches. All NC contacts are of the 
positive opening type.

Options
Double footswitches are available; they are fixed on a metal 
plate and can be supplied with emergency stop mushroom 

pushbutton. A special footswitch 6100 for pneumatic valves 
with a fixing plate is also available.
The “lock-release” device used for keeping the pedal in the 
on position and the safety device preventing the accidental 
use of the pedal can be fitted on request.

Materials
The footswitches 6100 are made of plastic material or die-
cast aluminium, and they either have a standard cover or a 
large cover for safety-shoes. Materials and components are 
wear and shock-resistant
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The data and the products illustrated in this brochure may be modified without notice. Under no circumstances can their description have a contractual value.

Overall dimensions

- Storage ambient temperature:  -40°C/+70°C
- Operational ambient temperature:  -25°C/+70°C
- Protection degree:  IP53

- Insulation category:  Class I
- Cable entry:  cable clamp M20

- Markings and homologations:  C

- Utilisation category:  AC 15 
- Rated operational current:

PRSL0036XX: 3 A
PRSL0045PI - PRSL0047PI: 1.9 A

- Rated operational voltage:
PRSL0036XX: 250 V
PRSL0045PI - PRSL0047PI: 380 V

- Rated thermal current: 10A
- Rated insulation voltage:

PRSL0036XX: 300 V~
PRSL0045PI - PRSL0047PI: 500 V~

- Mechanical life:  1x106 operations
- Terminal identification:  according to EN 50013
- Connections:  screw-type terminals
- Wires:  1x2.5 mm2, 2x1.5 mm2 

(UL - (c)UL: use 60 or 75 °C copper (CU) conductor and wire 16-18 
AWG)

- Tightening torque:  0.8 Nm

- Markings and homologations:  C  X

The snap action single switch PRSL0036XX has 1NO+1NC change over 
contacts with 2 connecting terminals each.

The slow action single switch PRSL0045PI has 1NO+1NC change over 
contacts with 2 connecting terminals each.

The slow action double switch PRSL0047PI has 2NO+2NC change over 
contacts with 2 connecting terminals each.

All NC contacts are of the positive opening operation type.

The switches have the following reference for internal wiring.

Standards - Markings - homologations

- Conformity to Community Directives:
2006/95/CE: Low Voltage Directive 
2006/42/CE: Machinery Directive   

- Conformity to Standards:
EN 60204-1  Safety of machinery - Electrical equipment of machines 

EN 60947-1 Low-voltage switchgear and controlgear 
EN 60947-5-1  Low-voltage switchgear and controlgear - Control 
circuit devices and switching elements - Electromechanical control 
circuit devices
EN 60529  Degrees of protection provided by enclosures

- Markings and homologations:  C

General technical specifications

Technical specifications of the microswitches

Double with carrying rodSimple

* 118 mm
(143 mm)

* 248 mm
(259 mm)

* 122 mm
(141 mm)
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PRSL0047PI

* with standard protection
() with large protection

* with standard protection
() with large protection

* 128 mm
(153 mm)

* 265 mm* 291 mm


