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WOOD SCIENCE.

Vesting LED-HardWax Oil 

Vesting LED-HardWax Oil is especially suited for high traffic areas and for project-based use because 
of its highly wear-resistance. The waxes provide a microscopic layer that covers the floor. This protects 
the floor against dirt and moisture. Moreover, this leaves the floor less susceptible to wear. 

20 Standard colours. All remaining colours can be custom made.

Vesting LED-HardWax Oil contains an unique mix of oils, waxes, resins and 
additives. Because of this, the oil cures and hardens in a split second when 
it comes into contact with LED-light. The floor can be used for its normal 
purposes immediately. Vesting LED-HardWax Oil is easy to process, safe for the 
environment and also very attractive in terms of costs. 
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HardWax Oil combines the advantages of oil 
and wax; the oil impregnates the wood and 
the wax provides a protective layer. 



Working with Vesting LED-HardWax Oil 
Working with Vesting LED-HardWax Oil is easy because the HardWax Oil does not contain solvents and 
does not start to dry after application. This means you can apply a perfectly smooth and saturated 
finish. In close cooperation with TRIVEC and SMELT, professional equipment has been developed for 
the finishing line in the furniture- and floor industry as well as the flooring business. 
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Working with Vesting LED-HardWax Oil 
The revolutionary LED-technology offers, apart from a beautiful result, also a great reduction in costs. 
This is because up to 60% of energy can be saved, but also because the LED-technology does not 
release any ozone. Think, for example, of the expensive exhaust hoods that are no longer necessary. 
Moreover, LED-lamps have a much longer life span than traditional UV-lights, and they produce little 
warmth. This means that rejected floors or furniture parts will be a thing of the past. Apart from the 
environment, your wallet will be the winner with this new LED-drying HardWax Oil from Vesting.

In close cooperation with TRIVEC and SMELT, 
professional equipment has been developed 
for the finishing line in the furniture- and floor 
industry as well as the flooring business. 
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LED-HardWax Oil is extremely user-friendly. While padding the wooden surface the wax does not become syrupy. The wax 
hardens directly and completely after the special LED-light treatment.

LED is cold light. The wood is no longer heated which causes significantly less production problems. Roughening of the wood, 
discoloration and problems with glue are reduced to a minimum.

LED-technology hardly puts any strain on the environment. As opposed to UV-washing no ozone is released during the treatment 
and no exhaust hoods are needed. Moreover, the wax does not contain any harmful solvents.

LED-lights have a very long life span, approximately 10,000 hours or more. In comparison: UV-lights last 800 to 1,000 hours. There 
is also no heating time. In short; switching to LED-HardWax Oil offers many advantages. 

Environment

Practical

Costs



The wood is nurtured better and retains its natural 
look in combination with the beautiful rich colours 
of the wood itself or previously applied stains .

Oils

Product sheet

another product from vesting lab.

LED-HardWax Oil

Vesting’s oils and (hard) wax oils protect, impregnate and 
give many types of wood surfaces a beautiful, distinctive 

finish. They beautify and provide an excellent moisture 
and dirt repellent layer. 

Vesting LED-HardWax Oil contains an
unique mix of oils, waxes, resins and 

additives. Because of this, the oil cures 
and hardens in a split second when it 

comes into contact with LED-light. 

Vesting LED-HardWax Oil will make the 
colours of your floor significantly richer 

and deeper. Suitable for high traffic 
areas and also for project-based use 

because of its highly wear-resistance. 

dutch
quality

DIRECTIONS FOR USE

Vesting LED-HardWax Oil is cured with 
LED-light and suitable for professional 
use only, by means of a machine / 
application roller with LED lamps.
It can also be used for on-site finishing 
with a buffer and cure with a mobile 
LED unit.
The ideal distance between the wood 
surface and LED unit is 2.5 cm.

Usage
1st layer: about 10-13 grams/m2

2nd layer: about  5 grams/m2

Please note: The amounts are purely 
indicative and were attained on oak 
wood panel sanded with 120 grit 
sandpaper. The end result is dependent 
on the type of wood, the method of 
application and the pre-treatment of the 
wood. We recommend that you always 
try a test sample in order to determine 
the precise amounts.

Instructions 
Please ensure that the LED-HardWax Oil 
does not come into contact with direct 
daylight, as the oil will dry immediately 
and cannot be smeared out or changed 
after that. The ideal distance between 
the substrate and the LED-lamp is 2.5 
cm.

Cleaning
Clean the application roller after use 
with Vesting UV/LED Cleaner.

Storage
Store in a dry, frost-free and enclosed 
area.

Shelf life
6 months in closed packaging. Always 
close the opened packing to prevent 
pre-curing. 

Dilution not necessary.

QUALITIES

- WO110000 Satin Gloss
- WO110000-30 Matt

CHARACTERISTICS

-  Dirt and moisture repellent, 
highly resistant to chemicals

- Provides deep coloring of the 
  wood surface as well as on 
  previously applied stains.
- LED-light cures the wood within 
  seconds.  (Note: The LED units 
  are provided by professional 
  machine manufacturers.)
-  Finished articles can be 

packaged immediately at the 
end of the oil finishing line.

- When finished, the wood surface 
  is instantly resilient and 
protected 
  against dirt and moist moisture.

APPLICATIONS

- Can be used on all wood types
- Can be used on stained wood
- Can be used on unfinished wood 
- project-based quality, highly 
  wear-resistant

COLOURS

- Natural
- Soft White
- Natural White
- White
- Creamy White
- Soft Grey
- Grey
- Smoked
- English Color

- Abbey Brown
- Chocolate
- Sand
- Black
- Mahogany
- Cherry
All remaining 
colours can be 
custom made.

PACKAGING

2,5 liter 
5 liter
10 liter
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Wasziederij De Vesting BV

Trasweg 12

5712 BB Someren

The Netherlands

Tel: +31 (0)493 496760

info@vesting.nl

www.vesting.nl

Vesting USA Inc.

2619 S Santa Fe Ave

Vernon CA, 90058

United States

Cell 310.686.4507

info@vestingusa.com

www.vestingusa.com


