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ECOFILL 2010
Water-based joint filler for wooden floors

These information are given from the best of our knowledge and technical experience. They are of general character and not binding in any way our company. Every
single case should be put to a pratical test by the user who assumes the full responsability of the final result of his work.
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¤ Description
ECOFILL is an ecological water-based product with a light
fragrance. It has to be used mixed with the dust coming
from sanding down wood floors to give a smoothing finish
to parquet. ECOFILL, thanks to its short drying time, allows
a quick sandpapering of the floor but without significant
amounts going in the joints.

¤ Characteristics
Mixture ratio single-component

Application temperature +10°C ÷ +25°C

Application smooth trowel

Thinning (if necessary) DILUENTE DR H20

Coverage n.a.

Dust dry n.a.

Fingerprint dry n.a.

Pot-Life n.a.

Sandpapering 60' (1)

Overcoating without sanding n.a.

Wood oxidation n.a.

Pore filling n.a.

Storage stability 1 year (2)

Packaging 5 L - 10 L

Tool cleaning DILUENTE DNH 40

1 at 20°C and 65% R.H.
2 in original sealed containers at temperatures between +10°C and

+25°C

¤ How to use
After having sanded the wooden floor with abrasive paper
(30 or 60 grade), mix ECOFILL with the wood dust of
the previous sanding with 100 grade abrasive paper and
apply it using a smooth trowel. After 30-60 minutes it is
possible to sand with 100/120 grade abrasive paper and
apply either a primer or a finishing lacquer which doesn't
requires a previous coat of primer. We suggest to make
preliminary tests in case of filling done on woods with high
tannin content (as oak or acacia).

¤ Safety and risk information
· None.


