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MATERIAL 7 mm thick Dim. 
80x42 cm

NATURAL 
RUBBER
Indoor
Quality
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MATERIAL Th. 3.5 mm - 1350 x 400 mm

SOFT PVC

Dark Grey

Light Grey

Yellow

WARNING SYSTEMSACCESSIBILITY

«VIGILINE»
RUBBER TACTILE 
FLOOR TILES

Warning Strips

Romus tactile tiles warn people that a staircase, a 
road crossing or some other hazard is ahead. The 
small humps arranged in a diagonal grid pattern 
give a warning to stop in front of the obstacle. 
These tiles have been specially developed to make 
it safer for the blind people and partially sighted 
to move around. Indoor use 
FIXING: Use bi-component polyurethane adhesive.

- Rot-proof and resistant to damp, 
  fungus and microbial attack. 
- Nonslip, hard-wearing and easy to install. 
- Wide choice of colours, to provide visual 
  contrast for the old or partially sighted, 
  and to fit in with the décor.
- White sticks make a dull sound on this 
  material, contrasting with the sound 
  of the rest of the flooring. 
- Bevel-edged strips. 
- Fire class M2 – Marine class 
- Suitable for heated floors 
- Weight 1.5 Kg

=> Before laying, floor must be perfectly clean, 
dry and flat. When several strips or tiles are 
attached afterwards, the edges are laid and 
separated by 1 or 2 millimetres. 

=> After installation, we recommend applying 
a polymer wax that leaves a highly resistant 
non-slip film after drying.

- VIGILINE products are recyclable 
   and will not harm the environment. 
- The manufacturing process is guaranteed 
   by the DRIRE to meet the most stringent 
   European environmental standards. 
- Made without CFCs, dioxins, 
  solvents or phthalates. 

HIGH ENVIRONNEMENT 
QUALITY process.
- Pollution potential: very low.
- Resistance to natural breakdown: 
  very high; very slow biodegradability. POLYMER WAx 1 LITER

At the top of a staircase, there should be installed a floor 
covering 50 cm from the first step alerting people by 
means of a tactile change underfoot as well as a visual 
contrast.

TACTILE 
FLOOR 
TILE

«PASTILINE» PVC TACTILE FLOOR TILES
Tactile tiles with dots to create a visual and 
tactile contrast with the ground. Adapted to 
blind or partially sighted people. 
Wear and fire resistant. Surface protecting 
treatment, more fungostatic and 
bacteriostatic. 
Total thickness 3.5 mm. 
1.2 mm wear layer. 
Hot and cold welding. Rounded edges.

THE LAW: A REMINDER

* Handicap accessibility for persons 
with reduced eyesight or mobility in 

a public establishment

COMPLIES WITH 
STANDARD  DGHUC 
2007-53
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COMPLIES WITH 
STANDARD NFP 98351

SPECIFIC RAL COLOURS 

AVAILABLE ON REQUEST

to stick

PLEASE 
CONTACT 

USTECHNICAL DATA ECOLOGICAL INFORMATION INSTRUCTIONS FOR INSTALLATION

Contrasted Stairnosing Tactile floor tiles


