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Vertical toggle clamps with straight base
Long life series
C10 zinc-plated steel; C40 zinc-plated steel lever; rotation pins and 
support bushing in hardened and ground black-oxide steel; zinc-plated 
steel adjusting screw and nut; polyurethan handle in red colour.
Dimensions: 91 - 129.5 mm

Latch clamps. Heavy-duty series
Weldable coated steel, black colour; hardened and 
ground steel pin; zinc-plated steel pulling hook, oscillating pin and nuts.
MTP-SST: stainless steel. 
Dimensions: 220 - 273 mm

Injected polyurethane wheels
Injected polyurethane covering. Technopolymer wheel centre body. 
Axle set: calibrated precision tube for free rotation of the bore. 
Bore directly made into the wheel centre body. Wheel only, wheel with 
fixed or swivel plate bracket in electrolytically zinc-plated steel 
or stainless steel with or without front-actuated brake. 
Wheel Ø: 80 - 100 - 125 - 150 mm

Thermoplastic rubber wheels
Thermoplastic rubber covering. Technopolymer wheel centre body. 
Axle set: calibrated zinc-plated steel precision tube for free rotation of 
the bore. Bore directly made into the wheel centre body. Wheel only, 
wheel with fixed or swivel plate bracket in electrolytically zinc-plated 
steel with or without front-actuated brake. 
Wheel Ø: 80 - 100 - 125 - 150 mm

Toggle-joint mechanisms
Weldable black-oxide steel; rotation pin and support 
bushing in hardened and ground black-oxide steel; zinc-plated steel 
adjusting screw and nut.
Dimensions: 57.5 - 58.5 - 115 mm

Latch clamps with safety device. 
Heavy-duty series
Weldable black-oxide steel; hardened and ground steel pins; 
polyurethane handle in red colour.
Dimension: 318 mm

Mould-on polyurethane wheels
Mould-on polyurethane covering. 
Die-cast aluminium wheel centre body. 
Bore and axle: processed calibrated tube processed to obtain an even 
surface where roller bearings and spacers are Inserted. 
Wheel only, wheel with fixed or swivel bracket plate in electrolytically 
zinc-plated steel with or without front-actuated brake. 
Wheel Ø: 80 - 100 - 125 - 150 - 200 mm

Vulcanised rubber wheels
NBR vulcanised rubber covering. Technopolymer wheel centre body. 
Axle set: calibrated zinc-plated steel precision tube for free rotation 
of the bore. 
Bore directly made into the wheel centre body. Wheel only, wheel with 
fixed or swivel bracket plate in electrolytically zinc-plated steel with or 
without front-actuated brake. 
Wheel Ø: 80 - 100 - 125 - 150 mm

Push-pull clamps  
C10 zinc-plated steel; zinc-plated steel rivets and 
push lever; brass or pressed steel base, black colour; polyurethane 
handle in red colour.
Dimensions: 86 - 116 - 122 - 164.5 - 182 - 238 - 316 mm

Pneumatic clamps with toggle-joint support
C10 Zinc-plated steel; zinc-plated steel rivets and pins; 
black-oxide steel hexagon-socket head screws with countersink 
for cylinder support; cylinder support bushings in hardened steel; 
hardened steel rotation pin and seeger ring. 
Dimensions: from 163 to 362 mm

Monolithic wheels
Technopolymer wheel centre body. 
Axle set: calibrated precision tube for free rotation of the bore. 
Bore directly made into the wheel centre body. 
Wheel only, wheel with fixed or swivel bracket plate in zinc-plated steel 
or stainless steel or without front-actuated brake. 
Wheel Ø: 65 - 80 - 100 - 125 - 150 - 200 mm

Vulcanised rubber wheels for the general public
Grey anti-trace vulcanised rubber covering. 
Technopolymer wheel centre body. Axle set: calibrated zinc-plated steel 
precision tube for free rotation of the bore. 
Bore directly made into the wheel centre body. 
Wheel only, wheel with fixed or swivel bracket plate in electrolytically 
zinc-plated steel with or without front-actuated brake. 
Wheel Ø: 80 - 100 - 125 - 150 mm

TLF.

MTC.

MVA.

Adjustable hook clamps
Lever body and catch bracket in zinc-plated steel, nickel-plated steel 
or AISI 304 stainless steel. 
TLFS: hook clamp with security stop.
Special executions on request: hook clamps in unplated steel. 
Catch brackets in different shapes and finishes.
Dimensions: 138÷150 mm

Latch clamps 
C10 zinc-plated steel; zinc-plated steel rivets, 
pulling hook,  oscillating pin and nuts.
MTC-SST: stainless steel.
Polyurethane handle in red colour.
Dimensions: 98 - 152 - 220 mm

Vertical toggle clamps with folded base
C10 zinc-plated steel; zinc-plated steel rivets.
MVA-SST: stainless steel.
Polyurethane handle in red colour.
Dimensions: 67 - 85 - 110.5 - 129 - 162 - 223 mm

CASTORS AND WHEELS

The wheel consists of the following components: tread, covering, wheel central body, 
bore and rolling actions. Depending on the construction methods and materials 
forming the covering, the Elesa range presents three families of wheels: rubber 
wheels (RE.G1, RE.E2, RE.E3, RE.C7), polyurethane wheels (RE.FF, RE.F5), monolithic 
wheels (RE.F8). 
Wheels can also be supplied with three different types of brackets, which act as 
connecting elements between the wheel and the equipment. 
The three types of brackets available in zinc-plated or stainless steel are fixed bracket, 
swivel bracket or swivel bracket with brake with different  assembly ways to the 
equipment.

The choice of wheel is based on the analysis of the actual usage conditions: nature 
and condition of the ground, environment, type and dimensions of the load, speed 
and traction force, manoeuvrability. 
For further technical details, see Elesa Catalogue 151.
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