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CLAMPING LEVERS3

GN 6336.3

MBT.

MBT.SOFT

Quick-tightening lobe knobs 
Technopolymer, black colour, matte finish.
Zinc-plated steel hub, oblique pass-through hole, partially threaded.
Suitable when quick tightening is required with only a slight 
clamping force.
Diameters: 40 - 50 - 63 mm

Diamond cut knurled knobs
Technopolymer, black colour, matte finish.
Brass boss with plain or threaded blind hole; threaded zinc-plated 
steel stud.
Diameters: 30 - 40 - 50 - 60 - 70 mm

Fluted grip knobs  
Technopolymer coated with “soft-touch” elastomer chemically bonded, 
black colour, matte finish.
Brass boss with threaded blind hole or zinc-plated steel threaded stud.
Diameters: 45 - 55 mm

ERZ. 

ERM.

GN 300 

Adjustable handles
Lever in technopolymer, grey-black colour, matte finish with zinc alloy 
insert for coupling to the clamping element.
Clamping element in black-oxide steel or AISI 303 stainless steel, 
threaded hole or threaded pin.
Dimensions: 44 - 63 - 78 - 95 mm

Adjustable handles
Zinc alloy die-cast lever, epoxy resin coating, orange, red, grey, black 
colour, matte finish.
Clamping element in black-oxide steel or AISI 303 stainless steel, 
threaded hole or threaded pin.
Dimensions: 44 - 63 - 78 - 95 mm

Adjustable handles
Zinc alloy die-cast lever, epoxy resin coating, black, orange, 
grey colour, matte finish.
Clamping element in black-oxide steel or AISI 303 stainless steel 
(GN 300.1), threaded hole or threaded pin.
GN 300.4 series with device for high tightening clamping force.
Dimensions: 30 - 45 - 63 - 78 - 92 - 108 mm

CT.476

B.259

BT.

DIN 464

B.193

DIN 467

Wing knobs
Technopolymer, black colour, matte finish.
Brass boss with threaded pass-through hole or threaded blind hole; 
zinc-plated steel or AISI 303 stainless steel threaded stud.
Diameters: 20 - 26 - 32 - 40 - 48 - 56 mm

Knurled grip knobs
Duroplast, black colour or white colour similar to RAL 9002 
(B.259 CLEAN), glossy finish. 
Brass or AISI 303 stainless steel boss with threaded blind hole 
or zinc-plated steel threaded stud.
Diameters: 20 - 25 - 30 mm

Fluted grip knobs
Technopolymer, black colour, matte finish or special conductive 
technopolymer that prevents accumulation of electrostatic charge 
(BT-ESD). Brass or AISI 303 stainless steel boss with threaded 
pass-through hole or threaded blind hole; zinc-plated steel or AISI 303 
stainless steel threaded stud.
Diameters: 16 - 20 - 25 - 32 - 40 - 50 mm

Knurled grip knobs with threaded pin
Black-oxide turned steel or AISI 303 stainless steel, 
sandblasted matte finish.
Threaded pin.
Diameters: 16 - 20 - 24 - 30 - 36 mm

Knurled grip knobs
Duroplast, black colour, glossy finish.
Brass boss with threaded pass-through hole or threaded blind hole. 
Zinc-plated steel or AISI 303 stainless steel threaded stud.
Diameters: 15 - 18 - 22 - 25 - 30 - 35 - 40 - 50 mm

Knurled grip knobs
Black-oxide turned steel or AISI 303 stainless steel, 
sandblasted matte finish.
Threaded pass-through hole.
Diameters: 12 - 16 - 20 - 24 - 30 - 36 - 40 mm

ERX

MRX. 

ERX.AV 

MRT. 

ERS.

MR.

Adjustable handles
Technopolymer lever, grey-black colour, matte finish. Push button in 
Ergostyle colours with glossy finish. ERX.CR chrome-plated technopolymer 
with black push button. Technopolymer element with brass or AISI 303 
stainless steel boss, threaded blind hole; zinc-plated or AISI 303 stainless 
steel threaded stud. Dimensions: 30 - 44 - 63 - 78 - 95 - 108 mm

Adjustable handles
Lever in technopolymer, black colour, matte finish.
Clamping element in technopolymer with brass or AISI 303 stainless 
steel boss and threaded blind hole; zinc-plated or AISI 303 stainless 
steel threaded stud.
Dimensions: 42 - 63 - 80 - 100 mm

Adjustable handles for quick assembly
Technopolymer lever, grey-black colour, matte finish with special 
adjustable push button for quick screwing during assembly by means 
of electric or pneumatic screwdrivers with controlled tightening torque 
system. Clamping element in technopolymer with brass boss and 
threaded blind hole; zinc-plated steel threaded stud.
Dimensions: 78 mm

Adjustable handles
Lever in technopolymer, black colour, matte finish. Clamping element in 
technopolymer with brass or AISI 303 stainless steel boss and threaded 
blind hole; zinc-plated or AISI 303 stainless steel threaded stud. 
Push button in technopolymer, grey-black colour, glossy finish. 
The flat open design of the handle avoids any deposit of unhygienic 
residues and dirt.
Dimensions: 43 - 65 - 80 mm

Safety adjustable handles with push action
Technopolymer lever, grey-black colour, matte finish, with “PUSH” 
tampoprinted in red colour on the lever.
Clamping element in technopolymer with brass or black-oxide steel boss 
with threaded blind hole; black-oxide threaded stud. 
In case of accidental shocks, the lever turns freely without affecting the 
clamping action.
Dimensions: 44 - 63 mm

Adjustable handles
Lever in technopolymer, black, orange, grey colour, matte finish.
Clamping element in technopolymer with black-oxide or brass boss with 
plain or threaded blind hole; zinc-plated steel threaded stud.
Dimensions: 42 - 63 - 80 - 100 mm
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GN 302 

GN 6337.3

GN 99.7

M.843 

EBP. 

M.543 

GN 125

ERF. 

LAC

M.643 

EBR-SW

GN 565.3

GN 212.4 

DIN 99 

GN 927

GN 565 

M.443 

M.479

Adjustable handles
Zinc alloy die-cast lever, epoxy resin coating, black, orange, 
grey colour, matte finish.
Black-oxide steel clamping element, threaded hole or threaded pin.
Dimensions: 45 - 63 - 78 mm

Adjustable handles with push action
Black-oxide turned steel lever.
Black-oxide steel clamping element, threaded hole or threaded pin.
Duroplast handle, black colour, glossy finish.
Dimensions: 70 - 87 - 109 mm

Clamping nuts with double lever
Sandblasted steel, matte finish. 
GN 99.8: AISI 303 stainless steel with sandblasted matte finish.
Threaded pass-through hole.
Dimensions: 60 - 80 - 100 - 125 - 160 mm

Handles
Technopolymer in six different colours or in white colour similar 
to RAL 9002 (M.843 CLEAN) with glossy finish for application 
on medical and hospital equipment and on food processing machines. 
M.243 in black Duroplast with glossy finish. Brass or AISI 303 stainless 
steel boss with threaded holes.
Assembly centre distance: 
86 - 117 - 179 - 300 mm

Bridge handles
Technopolymer with boss cap in Ergostyle colours, matte finish. 
EBP.SAN in antimicrobial technopolymer. 
EBP.FLX in technopolymer added with elastomer for mounting on curved 
surfaces. Pass-through holes for cylindrical-head screws with 
hexagon socket or brass bosses with threaded blind holes. 
Assembly centre distance: 93 - 117 - 132 - 150 - 179 mm

Handles
Technopolymer, black or orange colour, matte finish.
Brass boss, threaded blind hole.
Assembly centre distance: 94 - 105 - 117 - 132 mm

Adjustable handles
Black-oxide steel lever with straight or slightly inclined arm. 
Black-oxide steel clamping element, threaded hole or threaded pin.
Duroplast handle, black colour, glossy finish.
Dimensions: 100 - 120 - 130 - 145 mm

Lever handles
Lever in technopolymer, grey-black colour, matte finish.
Brass boss with threaded blind hole or zinc-plated steel threaded 
stud; cylindrical blind hole, brass reinforcement with transversal 
semi-machined hole for pinning to shaft; square blind hole, transversal 
setscrew.
Dimensions: 44 - 63 - 78 - 95 mm

Cam levers
Lever body and technopolymer connection and retention element 
between the lever and the cam sliding base. Cam sliding base in 
SUPER-Technopolymer, black colour. Rotating pin with zinc-plated or AISI 
303 stainless steel threaded hole or zinc-plated threaded stud. LAC.R 
adjustable cam lever with adjustable ring-nut in SUPER-technopolymer - 
Elesa patent - for quick and secure clamping. 
Dimensions: 63 - 79 mm

Handles
Technopolymer, black colour, matte finish. M.643 HT in technopolymer 
with high thermic resistance (max 200° C). Brass boss with threaded 
blind hole for back mounting or pass-through holes for cylindrical-head 
screws with hexagon socket (front mounting) (M.643FM). 
Assembly centre distance: 86 - 117 - 120 - 132 - 150 - 179 - 300 mm

Handle with integrated microswitch
Technopolymer, grey-black colour, matte finish. Microswitch with push 
button with NO and NC contact. One red LED and one green LED 
indicate the microswitch status. Pass-through holes for cylindrical-head 
screws with hexagon socket.
Suitable for mounting on machine doors or protections. 
Assembly centre distance:  132 mm

Handles
Natural aluminium or with epoxy resin coating, black colour, 
matte finish.
Back mounting with threaded blind holes or front mounting with 
pass-through holes for countersunk head screws.
Assembly centre distance: 120 mm

Adjustable handles
Black-oxide turned steel lever.
Black-oxide steel clamping element, threaded hole or threaded pin.
Duroplast handle, black colour, glossy finish.
Dimensions: 87 - 102 - 116 - 132 - 148 mm

Clamping lever
Black-oxide turned steel or AISI 303 stainless steel with 
sandblasted matte finish.
Plain or threaded pass-pass-through hole.
Dimensions: 50 - 63 - 80 - 100 - 125 - 160 mm

Cam levers
Zinc alloy die-cast lever, epoxy resin coating, black colour, 
matte finish. Rotating pin and clamping element with zinc-plated steel 
threaded hole or screw. 
Zinc-plated steel bushing with contact insert in technopolymer or fully 
made of technopolymer.
Dimensions: 63 - 82 mm

Handles
Aluminium with natural, anodised finish or with epoxy resin 
coating, black colour, matte finish. GN 565.5 in AISI 304 stainless steel 
with sandblasted matte finish. Back mounting with threaded blind holes 
or front mounting with pass-through holes for cylindrical-head screws 
with hexagon socket (GN 565.1). Assembly centre distances: 100 - 112 
- 116 - 128 - 132 - 160 - 164 - 192 - 196 - 300 - 400 mm

Handles
Technopolymer, black, orange, grey, red colour, matte finish. 
M.443 AE-V0 in self-extinguish technopolymer certified UL-94 V0 
M.443-ESD in conductive technopolymer. Pass-through holes for 
cylindrical-head screws with hexagon socket, or pass-through holes for 
countersunk head screws, or pass-through holes for hexagonal-head 
screws or nuts.  Assembly centre distances: 94 - 117 - 
120÷122 - 132 - 149÷152 - 150 - 179 - 235 mm

Bridge handle
Technopolymer, black colour, glossy finish. 
Screw covers in technopolymer in the six standard colours, matte finish.
Pass-through holes for cylindrical-head screws with hexagon socket 
(front mounting) or brass bosses with threaded blind holes 
(back mounting).
Assembly centre distance: 132 mm
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