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Knurled control knobs
Technopolymer, black colour, matte finish, with plain base, triangular 
index or precision graduation, laser-engraved. 
Anodised aluminium self-adhesive front plate.
Plain blind hole, assembly by means of a supplied stainless steel 
transversal grub screw.
Diameters: 27 - 32 - 35 - 40 mm

Knurled control knobs
Knurled anodised aluminium in natural colour, with plain 
flange, triangular index or precision graduation,  laser-engraved. 
H8 reamed hole. Assembly by means of a stainless steel transversal 
grub screw with hexagon socket , stainless steel.
GN 723.3 flanges are available to optimize use of GN 723.4 knurled 
knobs.
Diameters: 27 - 34 - 42 mm

Knurled control knobs with graduated flange
Knurled anodised aluminium profile, black colour; 
technopolymer cap, light-grey colour; technopolymer flange with plain 
surface, triangular index or precision graduation, laser-engraved. 
H8 reamed hole. Assembly by means of a transversal grub screw, 
stainless steel.
Diameters: 22 - 27 - 34 - 42 mm

Control handwheels
Knurled anodised aluminium profile, black colour; 
technopolymer cap, light grey colour.
H8 reamed hole with and without keyway.
Available without handle or with revolving handle in technopolymer, 
black colour, glossy finish.
Diameters: 52 - 62 mm

Control knobs
Anodised aluminium, black colour, white laser-engraved 
line index.
H8 reamed hole. Assembly by means of a stainless steel transversal 
grub screw with hexagon socket, stainless steel.
The two special flat faces allow a safe and comfortable grip.
Diameters: 34 - 42 mm

Indexing levers
Base with rim without notch or notched rim (30 teeth) and 
black-oxide steel lever arm with Duroplast handle. 
Technopolymer  cap  with anodised aluminium self-adhesive plate. 
Black-oxide steel bushing, H7 reamed hole and keyway. 
Assembly to machine body by means of two cylindrical-head screws. 
Diameters: 54 - 60 mm

Control knobs with adjustable spindle  
Chrome-plated steel base, matte finish; knurled aluminium 
profile knob, anodised, black colour; steel spindle; technopolymer cap, 
light grey colour. Holes for assembly screws parallel to the spindle axis.  
Numbering with 10 or 15 marks on the chrome-plated base and 
50 marks on the knob. 
Diameters: 27 - 34 mm

Knurled control knobs
Knurled anodised aluminium profile, black colour; 
technopolymer cap, ligh-grey colour, plain surface or with black index.
H8 reamed hole. Assembly by means of a stainless steel transversal grub 
screw with hexagon socket, stainless steel.
Diameters: 22 - 27 - 34 - 42 mm

Locking and continuous control indexing mechanisms
Knurled anodised knob and ring, black colour, matte finish; 
black-oxide steel base; ground and hardened steel internal locking 
mechanism. Steel boss, H7 reamed hole and keyway; assembly to the 
spindle by means of keyway or transversal pin. Used to control machine 
spindles for clockwise and anti-clockwise rotation and to keep the 
spindle in a given position.
Diameter: 66 mm

Diamond cut knurled knobs with revolving handle
Technopolymer knob and revolving handle, black colour, matte finish.
Brass boss, plain blind hole, assembly by means of a transversal 
grub screw.
Diameters: 40 - 50 - 60 - 70 - 85 - 100 mm

Lobe knobs with flange and pointer
Duroplast, black colour, glossy finish; technopolymer flange with pointer 
with white indicator line. 
Brass boss or black-oxide steel, plain blind hole. Assembly by means 
of  transversal grub screws.
Diameters: 32 - 40 - 50 - 60 - 70 mm

Control levers
Technopolymer, grey-black colour, matte finish.
Technopolymer  boss cap in the Ergostyle colours. 
Matte finish.
Black-oxide steel boss, H7 reamed hole.
Dimensions: 67 - 85 - 110 - 140 mm

Knurled control knobs
Technopolymer, black colour, glossy finish; boss cap in technopolymer, 
light grey colour; matte anodised aluminium flange, triangular black 
index or precision graduation, black colour, laser-engraved.
Black-oxide steel boss, H7 reamed hole. Assembly by means of keyway 
or transversal elastic pin or grub screw.
Diameters: 32 - 37 - 42 - 48 - 52 - 58 - 63 - 80 mm

Knurled control knobs
Knurled anodised aluminium profile, black colour, with plain 
surface, triangular index (white perimeter) or with white precision 
graduation; technopolymer cap, light -grey colour.
H8 reamed hole. Assembly by means of a  stainless steel transversal 
grub screw,  with hexagon socket, stainless steel.
Diameters: 22 - 27 - 34 - 42 mm

Indexing mechanisms with stop 
and positioning device
Black-oxide steel or AISI 303 stainless steel base with or without 
zinc-plated steel lever arm in and Duroplast  handle. Boss, H7 reamed 
hole and keyway; assembly  to the spindle by means of keyway 
or transversal pin. The internal mechanism allows small rotational 
movements (6° or multiples) and the resulting movement 
and positioning of machine parts. Diameters: 44 - 52 mm

Grip knobs
Technopolymer coated with  “soft-touch”  thermoplastic elastomer, 
grey-black colour, matte finish. 
Technopolymer closing cap in the Ergostyle colours, matte finish. 
Black-oxide steel boss, H7 reamed hole. Assembly by means of a keyway 
or a transversal pin in the semi-machined hole  or a set screw.
Diameters: 50 - 63 mm

Control levers
Technopolymer lever body in black colour, glossy finish; matte 
chromed-plated steel lever arm with Duroplast cylindrical handle, 
black colour, glossy finish; self-adhesive front plate in matte anodised 
aluminium. Plain hole with flat face or black-oxide steel boss, H7 
reamed hole.
Dimensions: 81 - 108 - 127 - 170 mm

Control lever
Technopolymer, grey-black colour, matte finish.
Technopolymer  boss cap in the Ergostyle colours. 
Matte finish.
Black-oxide steel boss, H7 reamed hole.
Dimensions: 118 mm
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