
AQUACORR S&D 5/10

STRUCTURE: SBR rubber hose with smooth black inner tube, high tenacity yarn reinforcement and embedded steel
helix, corrugated, black, cloth impression, abrasion and weathering resistant SBR/EPDM rubber cover. Longitudinal
neutral branding.

APPLICATION: Suction and delivery hose of water and liquids for irrigation, sludge tankers and general applica-
tions, with cuffs at both ends.

SPECIFICATIONS: 

WORKING TEMPERATURE: - 30°C + 80°C (-22°F +176°F)

STANDARD LENGHTS:
Pieces of 2 - 3 - 4 - 5 - 6 m. lenghts
or rolls of  20 / 40 m.

ABRACORR-FRA S&D /10

STRUCTURE:  Antistatic NR/SBR (R<106 Ohm/m) rubber hose, smooth black inner tube with exceptionally abrasion
resistance, high strength synthetic cord plus embedded helix wire and copper wire, corrugated black cloth impres-
sion, abrasion, ozone and weathering resistant antistatic CR (R<106 Ohm/m) rubber cover.

APPLICATION: Suction and delivery hose suitable for abrasive products, mixed with water or only dust (sand, gravel, cement,
seeds). This hose can be supplied complete with standard bolt-on spleet flange couplings according to UNI 2277 PN 10, and
standard rubber gaskets. 
The Abracorr-FRA hose can also be available:
- brown smooth NR rubber compound for abrasive products.
- white smooth NR rubber compound for food quality  according to FDA.
- black smooth antistatic EPDM rubber for chemical products.

SPECIFICATIONS:  Abrasion loss of the tube rubber compound according to DIN 53516 50± 5 mm3.

WORKING TEMPERATURE:
-40°C + 70°C (-40°F + 158°F)

STANDARD LENGHTS: 
Maximum lengths up to 40 m. up to I.D. 152 mm.
12 m. up to I.D. 305 mm.



COUPLINGS WITH FLANGES FOR ABRACORR-FRA

COUPLINGS WITH FLANGES FOR ABRACORR-FRA HOSE ACCORDING TO UNI 2277 PN 10

ECOSTAR / 170° C

STRUCTURE: EPDM rubberized fabric on both sides resistant to heat, rubberized EPDM black outer polyamide spi-
ral, resistant to abrasion and weathering.
On request outer spiral in different colors.

APPLICATION: Cars exhaust gasses and heated 
gasses suction hose. All-purpose, lightweight and anti-deflection structure, suitable for reels or suspended overhe-
ad, suction ducts or on floor. 
If squashed by a vehicle, the hose regains its original shape immediately.

SPECIFICATIONS: 

WORKING TEMPERATURE:
-40°C +170°C (-40°F +338°F)

STANDARD LENGHTS: Rolls of 10/20/40 m.
Cuffs at both ends on request.

AGRABLU S&D /10

STRUCTURE: NBR rubber hose with smooth, white, food quality inner tube, textile yarn and embedded metal spiral
reinforcement, smooth, cloth impression, blue, abrasion and weathering resistant NR/SBR rubber cover.

APPLICATION: Suction and delivery hose suitable for fatty foods, milk, oils and their by-products, animal and vege-
table fat.

SPECIFICATIONS: DM 21/03/73. FDA title 21, item 177.2600 (f) for fatty foods. According to these standards
the hose is delivered with plugs on both ends, for sanitary prevention.

WORKING TEMPERATURE:
-20°C +80°C (-4°F +176°F) steam cleaning up to +110°C (+230°F) for max 30 minutes.

STANDARD LENGHTS: 
Rolls of 40 m.



AGRAFARM /10

STRUCTURE: NR/SBR rubber hose with smooth, white, food quality inner tube, textile yarn reinforcement, smo-
oth, cloth impression, red, abrasion and weathering resistant NR/SBR rubber cover.
Also available AGRAFARM/10 FDA: white EPDM rubber tube and red EPDM rubber cover.

APPLICATION: Liquid non-fat foodstuffs, wines, spirits, beer, vinegar, soft drinks, drinking water and fruit juices
delivery hose.

SPECIFICATIONS: DM 21/03/73.
FDA title 21, item 177.2600 (e) for food liquids. According to these standards the hose is delivered with plugs on
both ends, for sanitary prevention.

WORKING TEMPERATURE:
-40°C +80°C (-40°F +176°F) steam cleaning up to +110°C (+230°F) for max 30 minutes.

STANDARD LENGHTS: Rolls of 40 m.

CHEMIDUT S&D /16 - EN 12115
STRUCTURE: Antistatic EPDM rubber hose with smooth black inner tube, hight strength synthetic cord plus

embedded steel helix wire and anti-static copper wire to facilitate the electrical connection, black cloth impression,
anti-static (R < 106 Ohm/m.) weathering, ozone and chemical products resistant CR rubber cover.

APPLICATION: Suction and delivery hose of highly aggressive chemical products according to EN 12115.
See TGT chemical resistance chart for details. For acids, bases and solvents at temperature exceding 25°C
(+77°F) please contact TGT.

SPECIFICATIONS: EN 12115

WORKING TEMPERATURE: 
- 40°C + 100°C (-40°F +212°F)

STANDARD LENGHTS: Rolls of 40 / 61 m.

CHEMIGREN S&D /16 - EN 12115

STRUCTURE: Antistatic UHMWPE (ultra high molecular weigth polyethylene) rubber hose with smooth translucent inner
tube, high strength synthetic cord plus embedded steel helix wire and anti-static copper wire to facilitate the electrical
connection, black cloth impression, anti-static (R < 106 Ohm/m.) weathering, ozone and chemical products resistant CR
rubber cover.
Also available with conductive UHMWPE black inner tube.

APPLICATION: Suction and delivery hose of a wide range of aggressive chemicals, petroleum, food products accor-
ding to EN 12115.



See TGT chemical resistance chart for details. For acids, bases and solvents at temperature exceding 25°C
(+77°F) please contact TGT.

SPECIFICATIONS: EN 12115
Tube according to FDA requirements.

WORKING TEMPERATURE: 
- 20°C + 100°C (-4°F +212°F)

STANDARD LENGHTS: Rolls of 40 / 61 m.

PETROSPIR S&D/16 - EN 12115

STRUCTURE: NBR 1 rubber hose with black smooth inner tube, high strength synthetic cord plus embedded steel
helix wire and anti-static copper wire to facilitate the electrical connection, black, cloth impression, anti-static
(R<106Ohm/m.), oil, fuel, abrasion and weathering resistant CR rubber cover.

APPLICATION: Suction and delivery hose suitable for petroleum products having an aromatic content not exceeding
50%.

SPECIFICATIONS: EN 12115

WORKING TEMPERATURE: 
- 30°C + 80°C (-22°F +176°F)

STANDARD LENGHTS:  
Rolls of 40 / 61 m.

MARINEGEN ISO 7840 A1 

STRUCTURE: NBR rubber hose with black smooth inner tube, high strength synthetic cord and antistatic copper
wire, black smooth, fuel, oil, ozone, weathering resistant and self-extinguishing CR rubber cover.

APPLICATION: Delivery hose suitable for fuel, diesel, bio-diesel, unleaded fuel for marine pleasure craft inboard engi-
nes. (up to 24 m. length)

SPECIFICATIONS: 
ISO 7840:2004 A1 CE, RINA approved 
SAE J 1527:2004 A1

WORKING TEMPERATURE:
- 20°C + 100°C (-4°F +212°F)

STANDARD LENGHTS:  
Rolls of 40 / 61 m.



MARINESPIR ISO 7840 A1 

STRUCTURE: NBR rubber hose with black smooth inner tube, high strength synthetic cord, embedded metal spi-
ral and antistatic copper wire, cloth impression, black smooth, fuel e oil, ozone, weathering resistant and self-
extinguishing CR rubber cover.

APPLICATION: Suction and delivery hose suitable for fuel, diesel, bio-diesel, unleaded fuel for marine pleasure craft
inboard engines. (up to 24 m. length)

SPECIFICATIONS: 
ISO 7840:2004 A1 CE LL, RINA approved 
SAE J 1527:2004 A1

WORKING TEMPERATURE:
- 20°C + 100°C (-4°F +212°F)

STANDARD LENGHTS:  
Rolls of 40 / 61 m.

MARINEFLEX

STRUCTURE: NBR/PVC rubber hose with black smooth inner tube, high strength synthetic cord and embedded
metal spiral, black corrugated, cloth impression, fuel, oil, seawater, weathering resistant and self-extinguishing CR
rubber cover.

APPLICATION: Suction and delivery hose of cooling water in marine engines. Suitable for applications in pleasure
crafts.

SPECIFICATIONS: Approved by RINA

WORKING TEMPERATURE:
- 30°C + 120°C (-22°F + 248°F)

STANDARD LENGHTS:  
Variable rolls lenghts of  10 / 20 / 40 m.



Company

TGT operates in the manufacturing of flexible rubber hoses for the transfer
of fluids at low and medium pressures suitable for the following fields:

-     WATER DELIVERY AND SUCTION
-    HOT WATER AND STEAM
-    AIR AND COMPRESSED AIR
-    GAS FOR WELDING
-    ABRASION PRODUCTS
-    HOT AIR, DUST, FUMES AND CHIPS
-    EXHAUST GASSES
-    FOODSTUFFS
-    CHEMICAL AND PETROLCHEMICAL
-    MINERAL OIL AND FUELS
-    SPECIAL APPLICATIONS

Established since 1950 and aiming at production innovation, TGT plays an
important role in its specific field of products.

PRODUCT GROUPS

AQUA
Water delivery and suction

CALOR
Hot water and Steam

AER
Air and compressed air

WEL
Gas for welding

ABRA
Abrasion products

ASPI
Air, dust and chips

ECO
Exhaust gasses

AGRA
Agricultural and foodstuffs

CHEMI
Chemical and petrochemicals

PETRO
mineral oil and fuels

SPECIALI
Special Applications


