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Company information
VOL-Stahl Shanghai is a representative office of VOL-Stahl 
GmbH, the leading supplier of hot rolled and cold drawn 
special steel profiles based in Germany. With its production 
plant in Omutninsk, Russia, VOL-Stahl GmbH is one of the 
largest producers of special profiles in Europe and world-
wide. In order to meet the ever-growing demand in high 
quality profiles on the Chinese market and be closer to our 
customers, in 2014 we decided to establish a representative 
office in Shanghai.

Our production site in Omutninsk, Russia, is a complete steel 
mill with its own steel-making furnaces, rolling mills, cold 
drawing benches and milling machines. Modern production 
equipment and rich experience gathered through decades 
cover the production process on all stages of the value chain 
and provide a unique capability to control quality of manufac-
tured products and adjust their properties, if required.
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Steel melting furnaces and modern rolling mills, in particular, 
represent our main competitive advantage, which enables us 
not only to manufacture special profiles with high accuracy 
and defect free surface, but also to choose freely between 
wide range of steel grades and modify their chemical com-
position, in case if customer requires specific properties of 
material that are not delivered by standard grades.
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Surface roughness: Ra < 2.5 μm

Cross section: 
from 10 mm2 – 6500 mm2

Precision: from h12 to h9

Length: from 2 m to 12 m, 
or in 800 kg coils

Steel melting
At this stage scrap is melted into steel.

During melting process chemical compo-
sition is being constantly controlled and 
alloying components are added in order 
to achieve the desired steel grade.

Cold rolling 
At this production step hot rolled 
material is used as semiproduct for 
further cold deformation.

Hot rolled semiprofile is rolled in 
a cold condition, which allows to 
better control deformation process 
and obtain higher precision in com-
parison with hot rolling. 

Hot rolling 
Square billets produced on a 
previous stage are heated to the tem-
perature of about 1150°C and then 
rerolled into the desired shape. 

In order to obtain a small profile from 
a billet, material must be sequentially 
rolled on several lines, which is set by 
a high draft ratio for small sections.

Continuous casting 
After steel arrives to the required temperature and 
chemical composition, a ladle with molten steel is trans-
ported to the top of continuous casting machine. 

Going through the continuous casting machine molten 
steel gradually cools down and obtains square shape, 
which is suitable for further deformation.

Cold drawing 
At this production step hot rolled 
material is used as semiproduct for 
further cold deformation. 

Hot rolled semiprofile is drawn 
through a stiff tungsten carbide die in 
order to deform material and achieve 
necessary geometry of profile.

For profiles with complex shapes and 
narrow tolerances up to 8 drawing 

steps might be required to reach 
the desired value. 

Between each drawing step materi-
al spends hours in a heat treatment 
furnace. Heating to a high tempera-
ture and a subsequent slow cooling 
(annealing) release internal stresses 
in steel, refine microstructure and 
thus remove hardness from cold 
deformation and prepare material 
for the next drawing step.  



Standard profiles for material 
handling industry
One of the main parts that determines quality level of the 
whole forklift truck is its mast, as it is responsible for how 
smooth and precise the material can be handled, at what 
height can the operator go on the commissioning platform, 
lifetime of the machine, and, last but not least, surface quali-
ty of the mast transmits customers a feeling of how premium 
the whole forklift truck is. In the current ever more competing 
environment producers of material handling equipment are 
confronted by the question of how to increase their market 
share without impacting the profitability of business, and 
the only answer to that question is to provide higher quality 
products, move to the premium segment, but at the same 
time keep costs at a low level. VOL-Stahl can assist them in it.

To its customers in material handling industry VOL-Stahl de-
livers high quality hot rolled profiles for mast rails and attach-
ments. Thanks to the constant investments into the produc-
tion equipment, we currently have one of the most modern 
rolling mills for the production of hot rolled special steel pro-
files in the world. Further production steps as straightening 
and cutting are done on the high precision laser-assisted 
straightening machines and automatic saws. This allows us 
to produce precise profiles with very smooth surface free of 
typical hot-rolling defects, as rolled-in scale, precise straight-
ness and, if required, cut to specific length.
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These are the main benefits that 
we offer to our customers:

• High quality of the profile surface 
improves the look of the mast and 
the whole forklift truck

• Straightness 1mm/m as standard, 
0,3 mm/m upon request, allows to 
automatize further processing as 
machining, notching and welding

• Optimized materials offer improved 
mechanical properties

• Length up to 12 m helps to reduce 
scrap after cutting

• Profiles can be cut to fixed length, so 
that this step can be outsourced and 
thus the operating costs reduced

• All profiles can be cold drawn to 
achieve closer tolerances, smoother 
surface with increased hardness, 
which is crucial for commissioning 
trucks

• Individual design and shaping for 
your unique requirement

Length: from 2 m to 12 m, 
or in 800 kg coils



Straightness Tolerance

Twist

Difference on Web

Difference on Flanges

a = max. 1 °/m

f = max. 1 mm

Straightness 
and twist tolerances

VOL-STAHL GMBH

q= max.1mm/m p=max.1mm/m

1 м

p

K = max. 1°



Standard
C-Channels
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C-Channel  

dimensions
weight
kg/mreference

wy
(cm3)



I-Beam

Carriage Bar

Standard I-Beams
and Carriage bars
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60 39 15±1 ±0,5 ±0,5 13 +0-1 15,57 13 13

19,63 21 17

23,63 25 24

60 50 15±1 ±0,5 ±0,5 13 +0-1

70 50 21±1 ±0,5 ±0,5 15 +0-1
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Standard I-Beams
and Carriage bars

Steel grades
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Depending on the individual requirements of the customers, we can offer various steel grades optimized for the specific needs.

Thanks to our own steel melting facility chemical composition of all steel grades can be adjusted in order to modify specific 
properties of the material, as, for example, weldability, wear resistance and lifetime of the machining tooling. Whenever our 
customers have demand in improving properties of the steel grade, our engineers are happy to propose appropriate solutions.
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Tel: +86 21 80128098
Fax: +86 21 80128099
Mobile: +86 13564705477

Email: bwu@vol-stahl.de
www.vol-stahl.de
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VOL-Stahl GmbH Shanghai Representative Office
Room 1105, No.2067 West Yan’an Road, 
Shanghai 200336, People’s Republic of China


