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S/AR 3%& 6% Alcohol-Resistant Foam 
Extinguishing Agent 

  
DESCRIPTION 
Environmentally formulated with water additive, no poison, pollution and also no 
corrosiveness. 
100% biodegradation, containing no PFOA or PFOS, easily clean, no further harm to 
the fire site.  
It fits the international requirements of “fire-fighting environmental protection”. 
 
S/AR 3%& 6% Alcohol-Resistant Foam Extinguishing concentrate consists of 
foam-boosting, stabilizing, microbial polysaccharide and fluorocarbon agent, etc.. It is 
used to put out fires of inflammable polar solvents like alcohol, ester, ether, aldehyde, 
organic aids and ketone, etc. and also used to extinguish fires of oil material. 
 
CERTIFICATIONS  
♦ Certificate for China Compulsory Product Certificate; 
 
APPLICATIONS 
♦ Typical applications include: 
♦ Chemical industry factory,  
♦ Chemical fiber factory,  
♦ Paint processing plants,  
♦ Solvent factories,  
♦ Alcohol plants,  
♦ Chemicals warehouse,  
♦ Watercrafts or other inflammable and explosive units. 
 
PROPORTIONING RATE 
S/AR3%   3 parts concentrate to 97 parts water 
S/AR6%   6 parts concentrate to 94 parts water 
  
FEATURES  
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♦ Fast extinguishing speed 
♦ Instant cooler 
♦ High capacity of Re-burn prevention 
♦ High efficiency of heat insulation 
♦ Smoke and dust removed 
♦ Environment-friendly, containing no PFOA or PFOS 
♦ Customization available 
♦ Cold-resistant and seawater-resistant specification available 
♦ Professional manufacturer with 60 years experience 
♦ Factory price 
♦ On time delivery 
   
TECHNICAL DATA 

No. Item Technical Norm 

1 appearance Light yellow liquid 

2 PH Value 20°C 6.0~9.5 

3 Freezing point -4~0°C 

4 Viscosity 20°C ≤1000 

5 Foam expansion 20°C ≥6.0 

6 25% drainage time 20°C/min ≥4.5 

7 Fire-extinguishing time(s) Non-water soluble fuel ≤5 
Water soluble fuel ≤3 

  
SHIPPING INFORMATION 
Available in 1000L IBC and 200L drum. Other package can be implemented as per 
our customer’s requirements. 
 
SHELF 
♦ 2 years at least. 
♦ Stored at a cool, dry and well-ventilated room with the ambient temperature 
between -5°C~45°C 
♦ Avoid mixing with other chemicals or extinguishing agents during transportation 
and storage. 
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