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F500 Foam Extinguishing Agent 
  
DESCRIPTION 
Environmentally formulated F500 extinguishing foam, is also called cooling agent, 
wetting agent, cleaning agent, smoke and dust remover, dangerous substance leaking 
control agent, containing no PFOA or PFOS. 
 
It gathers the advantages of current aqueous-film forming, alcohol resistant agents, as 
well as other hydrophilous agents.  

With current the most advantaged techniques of micro-cyst, it can successfully put out 
fire and control leakage of dangerous goods and volatilization of harmful gases. This 
product fills in the blank of fire-fighting technology. 
 
And F-500 can make flammable and explosive gases into nonflammable materials by 
micro-cyst technology; it eliminates basic elements of fires. At the same time, F500 
can cover dust to prevent them into black smoke. What left is white water mist 
produced by the water evaporation. 
 
With different proportion, F500 can extinguish multiple classifications of fire.  
Fire departments and fire brigades could easily manage their stocking supply by just 
using one product, F500. 
 
CERTIFICATIONS  
♦ CCC 
 
APPLICATIONS 
Typical applications include: 
♦ Class A fires: 1.0% 
♦ Class B fires: 3.0% 
♦ Class C fires: 6.0% 
♦ Class D fires: 6.0% 
 
PROPORTIONING RATE 
F500 1%    
F500 3%    
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F500 6%   
 
FEATURES  
♦ Fast extinguishing speed 
♦ Instant cooler 
♦ High capacity of Re-burn prevention 
♦ High efficiency of heat insulation 
♦ Smoke and dust removed 
♦ Environment-friendly, containing no PFOA or PFOS 
♦ Customization available 
♦ Professional manufacturer with 60 years experience 
♦ Factory price 
♦ On time delivery 
   
TECHNICAL DATA 

List Item Technical Norm 

1 PH Value 20(20°C) 6.0-9.5 

2 Specific gravity(20°C) 1.105± 0.005 

3 Viscosity(20°C) 8±2 cps 

4 Sediment(20°C) 0 

5 Foam expansion(20°C) ≥6.5 

6 25% drainage time(20°C, min.) 5.6~7.3 

  
SHIPPING INFORMATION 
Available in 1000L IBC and 200L drum. Other package can be implemented as per 
our customer’s requirements. 
 
SHELF 
♦ 15 years at least. 
♦ Stored at a cool, dry and well-ventilated room with the ambient temperature 
between -5°C~45°C 
♦ Avoid mixing with other chemicals or extinguishing agents during transportation 
and storage. 
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