
 

Our experience -your advantage                                                                                                         consult us.! 

Powder Conveyor Model LF 207 
for the rapid and dust free filling and refilling of dry powder extinguisher vehicles 
and Big-Bag containers with maximum filling high 6 meters. 
 
Model LF 207 
with base frame to hold the Big-Bag 
container drivable by lifting cart 
from one side. 
Complete device with hose 
connection's, suction tubes, powder 
separator, suction fan, electrical 
and pneumatic installation. 
 
Technical description: 
the dry chemical powder is 
delivered trough the suction tube 
into the powder separator. 
 
After each filling off approx. 50 kg in 
the separator the conveying stops 
automatically, the flap valve opens, 
the filter cleans by reversing the air 
flow and the powder will be 
discharged. 
For fine cleaning a vibrator is 
installed at the separator. 

 

 
VULKAN was founded 1921 as fire extinguisher production 

VULKAN has been making filling and testing equipment since 1965 for all types of fire extinguishers. 
VULKAN supplies not only a perfect technology but also the necessary know-how to cope with all works 

can arise when providing service. 

 
Filling and testing machines 
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Emptying of dry chemical powder extinguisher 
vehicles with LF 207 in Bags. 
 

Powder filling system model LF 207 
These appliances are used for the rapid 
and dust free filling and refilling of dry 
powder extinguisher vehicles. 
 
- for emptying of dry chemical powder 
extinguisher vehicles into Big-Bag 
containers with frame to hold the powder 
separator and the Big-Bag container. 
 
After each filling off approx. 50 kg in the 
separator the conveying stops 
automatically, the flap valve opens, the 
filter cleans by reversing the air flow and 
the powder will be discharged in the  
Big-Bag container. 

 
- for filling of dry chemical powder 
extinguisher vehicles. 
the powder separator is to mounted on the 
top of the dry powder extinguisher vehicles 
on the filling hole and seal fitted.  
 
The dry chemical powder is delivered 
trough the suction tube  
( manual operated ) from Barrels / Bags; 
or ( automatic operated ) true the 
connected Big-Bag container into the dry 
powder extinguisher vehicles. 
 
Filling performance: 
approx. 1500 kg / h 
Suction performance: 
0,5 bar / 1 m3/ min 
Rating: 
5,7  kw 
Voltage necessary: 
400 V, 3 Ph, 50 Cy 
440 V, 3 Ph, 60 Cy 
Compressed Air necessary: 
6 bar / 87 psi 
 
 
Connection lid, fitting on the fire truck 
in accordance with customer's 
information 
 
 

A crane system ( customer side ) is 
necessary for handling the powder 
separator and the Big-Bag 

Filling of dry chemical powder extinguisher vehicles with LF 207 from Bags. 
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Emptying of dry powder extinguisher vehicles 
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Refilling of dry powder extinguisher vehicles 
 
 


