
FIRE PROTECTION
Fire fighting since 1930



2 3

It is 85 years now that Pastor company 
has been supplying a complete 
line of fire fighting equipment, 
from fire extinguishers to stable 
systems. Pastor fire extinguishers are 
manufactured in accordance with 
current European standards, marked 
CE as conforming with the European 
Pressure Equipment Directive - 
P.E.D. 97/23/EC. The group of 
PASTOR fire extinguishers intended 
for shipbuilding also bears the CE 
mark of conformity with the Marine 
Equipment Directive - M.E.D. 96/98/
EC.

Pastor quality assurance system 
is certified in compliance with the 
requirements of ISO 9001:2008 by the 
notified bodies of RW TÜV Croatia 
and Bureau Veritas.

High-quality materials combined with 
strict internal and external quality 
control criteria ensure many years of 
durable functionality of PASTOR fire 
extinguishers. The important feature 
of all these fire extinguishers is their 
easy and reliable activation without 
any possibility of wrong operation.

QUALITY CONTROL AND SERVICE: 
The quality of the extinguishers has 
been tested in established Croatian 
and European laboratories (Apragaz, 
MPA Dresden), whereas multiple 
factory testing and control of every 
single extinguisher ensure complete 
safety in use.
Pastor fire extinguishers are a result of 
domestic know-how and technology 
and as such are qualified to bear the 
CROATIAN QUALITY mark.

Powder fire extinguishers have been 
manufactured by PASTOR for more 
than 60 years. The fire extinguishers 
filled with multipurpose ABC powder 
agent wholly meet all current 
domestic and European requirements 
in terms of design, manufacturing 
method and quality control.

For extinguishing flammable metals 
(class D) only a special D-powder 
should be used, one with which our 
fire extinguishers are filled at special 
request. Such fire extinguishers are 
also fitted with a special nozzle used 
to quickly and
efficiently put out fire on flammable 
class-D metals.

All our powder-filled fire extinguishers 
have been tested for suppression of 
electrical fires under 35 kV voltage 
and are marked in accordance with 
the European EN3 standard to the 
effect that they can be safely used for 
suppression of electrical fires under 
voltage of up to 1000 V at a distance 
exceeding 1.5 m.
Powder fire extinguishers are easy to 
use, reliable and safe in operation. 
At the client’s special request, the 
portable powder extinguishers can 
be supplied in a deluxe design 
featuring a chrome-plated container.

In terms of design a distinction can 
be made between fire extinguishers 
under stored pressure (where gas is 
placed directly in the containers) and 
extinguishers with a cylinder (where 
gas is placed in a cylinder within the 
container).

PowderGeneral
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1. Cartridge operated 2. Stored pressure
Fire extinguishers using CO2 car-
tridges are supplied by PASTOR in 
two versions: portable with filling ca-
pacity of 6.9 and 12 kg g and mobile 
with filling capacity of 50 and 100 kg.

The activation system using the im-
pact button provides the fastest acti-
vation without a possibility of wrong 
operation. The built-in CO2 cartridge 
ensures high reliability over a long 
period of time, whereas a stop-nozzle 
at the end of a flexible rubber hose 
is easy to handle and made for safe 
suppression of all fire classes.

METHOD OF USE: In use, first pull the 
yellow safety pin, then squeeze the key 
on the handle to put the extinguisher 
under pressure, which makes it ready 
for operation. Aim the powder nozzle 
at the base of the fire and, as required, 
interrupt the flow of powder.
APPLICATION: Owing to their versa-
tility, the cartridge operated fire ex-
tinguishers can be used in industrial 
plants and stores, residential build-
ings, hotels, garages and vehicles 
(trucks, buses, trains, crafts). They can 
be successfully applied in fighting all 
classes of fire except for combusting 
metals and their alloys.

Fire extinguishers under stored pres-
sure are manufactured by PASTOR in 
two versions: portable with filling ca-
pacity of 1, 2, 3 , 6, 9 and 12 kg, and 
mobile with filling capacity of 50 kg 
powder.

Owing to the container, which is un-
der a stored pressure of nitrogen gas, 
and their simple design, these ex-
tinguishers are always ready for use. 
The built-in pressure gauge, which is 
supplied as a part of standard acces-
sories, shows at any time the status of 
the extinguisher.

METHOD OF USE: The fire extin-
guishers under stored pressure are 
characterized by being simple, fast, 
reliable and safe to handle. In use first 
pull the safety pin and then, depend-
ing on the extinguisher model, take 
the EPDM/PVC hose and squeeze the 
valve handle to start extinguishing. 
Aim the powder nozzle at the base of 
the fire and, as required, interrupt the 
flow of powder by means of the valve 
handle.

APPLICATION: Due to their small size 
and mass, the fire extinguishers un-
der stored pressure are recommend-
ed for fighting initial fires in vehicles 
and households. They can be suc-
cessfully applied in fighting all classes 
of fire except for burning metals and 
their alloys.

Fire 
class

Filling 
(liter)

Type Total 
mass (kg)

Height 
(mm)

Diameter 
(mm)

EN3 
efficiency

ABC

6
S6 11.0 466 150 43A/55A 233B C

S6A 11.3 440 170 43A/55A 233B C

9 S9 15.3 573 170 55A 233B C

12 S12 19.5 580 185 55A 233B C

50 S50 90 1065 318 IIIB (EN 1866)

100 S100 160 1226 400
EN standard
non-existent

D
9 S9D 15.5 537 170

12 S12D 20.0 585 185

Fire 
class

Filling
(liter)

Type Total
mass
(kg)

Height
(mm)

Diameter
(mm)

Working
pressure
at 20°

EN3 
efficiency

ABC

1 P1A 2.1 294 80

14 bar

8A 34B C

2 P2A 4.0 325
110

13A 70B C

3 P3A 5.5 455 13A 89B C/21A 113B C

6 P6 10.5 498 150 43A/55A 233B C

9 P9 13.5 572 170 55A 233B C

12 P12 17.0 612 185 55A 233B C

50 P50 85.0 1065 330 IIIB(EN 1866)

PowderPowder
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Carbon dioxide Foam 
extinguishers

CO2 fire extinguishers are supplied 
by PASTOR in two versions: portable 
with filling capacity of 2 and 5 kg and 
mobile with filling capacity of 10, 30 
and 60 kg. The main feature of all CO2 
extinguishers is their easy and safe 
operation plus efficient suppression 
of B and C class fires, especially 
electrical fires. The extinguishers owe 
their efficiency to the nozzle at the 
end of the flexible hose. The portable 
extinguishers have stop valves and 
the transportable extinguishers have 
unscrew-valves mounted on them.

APPLICATION:
Carbon dioxide is an agent particularly 
recommendable for fighting fire on 
sensitive materials and units, because 
CO2 leaves no damage or stains.

Fire class Filling
(liter)

Type Total mass
(kg)

Height
(mm)

Diameter
(mm)

Test
pressure

Operating 
temp. range

B

2 CO2-2 5 500 112

310 bar -20°C/ +60°C

3 CO2-3 10 500 140

5 CO2-5 14 650 140

10 CO2-10 45 1270 140

30 CO2-30 106 1035 204

60 CO2-60 187 1035 204

The common trait of fire extinguishers 
filled with pure water and/or additive 
and backpacks is that they are reliable 
and user-friendly. These products are 
fitted with special nozzles for water 
and/or foam which are exceptionally 
effective and suitable for controlling 

the outflow of the fire fighting agent.

The water-based fire extinguishers are 
intended for suppression of initial fires 
on flammable liquids and combustible 
solids (foam extinguishers) or just initial 
fires on solids (water extinguishers).

Fire 
class

Filling 
(liter)

Type Operating 
gas

Height 
(mm)

Diameter
(mm)

Operating 
temp. range

AB
50 Pz50 air 55 bar 1065 318

0°C/ +60°C
140 Pz140 air 125 bar 1318 450

CO2 cartridge operated or stored 
pressure foam extinguishers in sizes of 
6/9 liters of a mixture of water, additive 
and AFFF. Available in a premix ver-
sion or in version where AFFF is placed 
in a separate container within cylinder.    
A bracket welded to the container en-
ables easy mounting of the extinguish-
er in any space.
METHOD OF USE: First pull the yel-
low safet pin, then squeeze the key 
on the handle to put the extinguisher 
under pressure, which makes it ready 
for operation. Aim the foam nozzle at 

the base of the fire and, as required, 
interrupt the flow of foam.
APPLICATION: Foam extinguishers 
with filling capacity of 6/ 9 liters are pri-
marily intended for suppression of ini-
tial fires on flammable liquids (class B) 
and combustible solids (class A).  Car-
tridge operated foam extinguishers 
are, beside of standard A and B class, 
successfully tested on F class of fires. 
A specially shaped nozzle enables to 
fight electrical fires under 1000 V volt-
age at a distance greater than 1m

Fire 
class

Filling
(liter)

Type Total 
mass

Height
(mm)

Diameter
(mm)

Operating 
gas

EN3 
efficiency

AB
6 F6P 11 kg 582 150 N2 - 14 bar 27A 233B

9 F9P 15 kg 635 170 N2 - 14 bar 34A 233B

ABF
6 F6 11 kg 558 150 Co2 - 60g 34A 233B 40F

9 F9 15 kg 607 170 Co2 - 60g 43A 233B 75F

Type: F6, F9, F6P, F9P, Pz50, Pz140

BIODEGRADABLE FOAM
Environment in mind: reduced share of fluorine in a cartridge operated extinguishers.
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Type: Vr9 / W9P

Type: Vp15

Type: V25
Cartridge operated or stored pressure 
water extinguisher, filling capacity: 9 li-
ters of water. A bracket welded to the 
container enables easy mounting of the 
extinguisher in anyspace.
METHOD OF USE: These fire extin-
guishers are easy, reliable and safe in 
operation. In use, first pull the yellow 
safety pin, then squeeze the key on the 
handle to put the extinguisher under 
pressure, which makes it ready for oper-
ation. After each use, even if only partial-
ly discharged, the extinguisher should 
be refilled at an authorized service shop.

APPLICATION: Fire extinguishers with 
filling capacity of 9 liters of water are 
primarily intended for suppression of 
initial fires on solids (class A). These 
extinguishers are hence an excellent 
choice for fire protection in wood, 
textile and paper industries, as well as 
warehouses.

CAUTION!
Water extinguishers are not designed for 
putting out fires on energozed electrical 
equipment.

A fire extinguisher for extinguishing be-
ginning fires filled with 15 liters of water or 
a mixture of water and foam concentrate. 
A fire extinguisher consists of a container 
with a cover, hose line with a hand-operat-
ed pump, with the option to install a foam 
nozzle at its end if necessary (to be delivered 
with the extinguisher) instead of a water 
nozzle. A container is made of a high quality 
zinc-coated sheet protected from the out-
side with covering paint RAL 3000 creating a 
protective layer which enables a long service 
life of a container regardless of its storing 
conditions. The main components of a suc-
tion-pump are made of aluminum which pro-
vides a high quality and long term operating.

METHOD OF USE: Fill in a container 
with water and if necessary pour in 
foam concentrate delivered with the 
extinguisher. The pressure is made 
by operating a hand-operated pump 
enabling throwing out extinguishing 
medium from the container. 
APPLICATION: A fire extinguisher VP 15 is 
intended primarily for localization and ex-
tinguishing small forest fires, and it is most-
ly used for training of fire brigades, various 
fire fighting competitions etc.

CAUTION!
Not designed for extinguishing electri-
cal fires.

25-liter water backpack for suppres-
sion of initial fires. The backpack is 
supplied in two models: with a flat or 
a 3-dimensional container.
METHOD OF USE: Remove the 
hand-operated pump from the back 
holder or unbuckle it from the support 
and attach it to the backpack together 
with the connecting tube. Activate the 

backpack by stretching and tighten-
ing the pump. By shifting the nozzle 
from the middle to the end position a 
full or dispersed jet is obtained.
APPLICATION: The water backpack for 
suppression of initial fires is primarily 
intended for putting out small forest 
fires with a full or dispersed jet, as well 
as for initial fires on solids (class A).

CAUTION!
Not designed for extinguishing elec-
trical fires.

Fire class Filling
(liter)

Type Total mass
(kg)

Height
(mm)

Diameter
(mm)

Discharge 
time

Operating 
temp. range

A

9 Vr9 15 523 185 120 s

0°C/ +60°C15 VP15 24.5 660 230 50 s

25 V25 28 730 - 250 s

9 W9P 14,5 635 170 60

Water based 
extinguishers

Water based 
extinguishers
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New brands New brands

The series of small portable fire extin-
guishers CAR, HOME, COMPUTER and 
BOAT editions is a combination of fire 
fighting technology and top design. 
In addition to their technical charac-
teristics, these extinguishers, owing to 
their attractive appearance, can fit any 
vehicle, any interior. Besides, they rep-
resent a response to increasingly mani-
fest market demands for fire protection 
beyond mandatory legal patterns.

The extinguishers of this series are fit-
ted with an ergonomically shaped plas-
tic carrying and triggering handle. The 
simple (press-squeeze) trigger mech-
anism enables easy and expeditious 
operation by any user. The built-in 
pressure-gauge, which is supplied as a 
part of standard accessories, shows at 
any time the status of the extinguisher.

All extinguishers of this series are sup-
plied with appropriate brackets which 
enable easy and quick mounting in any 
space.

1. CAR edition
Portable fire extinguishers under stored 
pressure with filling capacity of 2 and 3 
kg of ABC dry powder. The extinguishers 
are supplied with a bracket as standard 
accessory for easy and quick mounting. 
At the client’s special request, the 
portable CAR edition extinguishers can 
be ordered in a deluxe design featuring 
a chrome-plated container.

METHOD OF USE: Press the yellow 
locking pin, then press the red lever 

within the plastic handle to start 
extinguishing. Aim the nozzle at the 
base of the fire and, as required, 
interrupt the flow of powder.
APPLICATION: Multiple functionality, 
exceptional performance, small siz-
es and ergonomic design make these 
extinguishers an ideal escort in any au-
tomobile. They can be successfully ap-
plied in fighting all classes of fire except 
for combusting metals and their alloys.

Fire 
class

Filling
(liter)

Type Total 
mass

Height
(mm)

Diameter
(mm)

Working
pressure 
at 20°

EN3
efficiency

ABC
2 P2E 4.0 kg 345

110 14 bar
13A 70B C

3 P3E 5.5 kg 475 13A 89B C

2. HOME edition
Portable fire extinguishers, under 
stored pressure, foam-filled, are sup-
plied in two models: pressurized and 
with filling capacity of 2.5 liters (Pz3E), 
and with CO2-cylinder and filling ca-
pacity of 6 liters (Pz6). The extinguish-
ers are designed for efficient suppres-
sion of initial fires of class A (solids) and 
class B (flammable liquids). Owing to 
the smothering effect (AFFF) and the 
cooling effect (water), the advantage 
of the foam extinguishers is a reduced 

risk of reignition. Once a fire has been 
put out, a foam layer is formed which 
effectively prevents evaporation, with 
coolingtaking place at the same time.

While the use of water-based extin-
guishers is not recommended for 
energized electrical fires, specially 
shaped nozzles of these extinguishers 
enable to fight electrical fires under 
1000 V voltage at a distance greater 
than 1m.

Fire 
class

Filling
(liter)

Type Total 
mass

Height
(mm)

Diameter
(mm)

Operating 
gas

EN3
efficiency

AB 2.5 Pz3E 5.4 kg 475 110 N2-14 bar -

ABF 6.0 Pz6 10.7 kg 440 170 CO2-60g 34A 233B 40F
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3. COMPUTER edition

4. BOAT edition
The BOAT edition fire extinguishers are 
designed for additional suppression 
of A and B class fires on boats. They 
are distinguished by special corrosion 
protection and an additional safety 
feature for fixing the extinguisher on 
the bracket. Filled with foam (water 
+ additives). The smothering (AFFF) 
and cooling effects (water). Once a 
fire has been put out, a foam layer 

is formed which effectively prevents 
evaporation, with the cooling process 
taking place at the same time. This 
reduces the risk of reignition, which is 
equally important whether the boat is 
in a port or out in the offing.

The BOAT edition extinguishers are 
available in 1.8 or 6 liter size, the choice 
depending on the size of the boat.

The COMPUTER edition comprises 
small portable fire extinguishers under 
stored pressure with filling capacity of 2 
and 3 kg (so-called clean agent) hexaflu-
orine propane (HFC-236fa) as a substi-
tute for Halon 1211. In addition to being 
environmentally acceptable (zero ODP) 
and effective, this agent is non-toxic, 
electrically neutral and clean – leaves no 
traces after a fire fighting operation.

The COMPUTER edition extinguishers 
are primarily designed for fighting fires 
on computer hardware. At the client’s 
special request, the portable COM-
PUTER edition extinguishers can be 
supplied in a deluxe design featuring 
a chrome-plated container.  

As leading fire extinguisher producer in 
South-East Europe, Pastor decided to 
take the step into a right ecological di-
rection. Our products become a Cuipo 
products – a product with a great pur-
pose. 

It means that when you buy Cuipo 
product you save 1 square meter of 
Rainforest around the globe. The 
founders of Cuipo movement realized 
that if they empower individuals, rath-
er than rely on governments and a few 
wealthy people, the great and positive 
movement can be started all over the 
world. 

Firefighting is one of the most import-
ant functions in human life so we want-
ed to make a positive change and com-
bine fire extinguishers and Rainforest! 
By placing the Cuipo fire extinguishers 
to our buyers’ hands they would direct-
ly have an opportunity to do something 
for the future of the Earth while at the 
same time successfully protecting their 
family and home.

We are very happy that our fire extin-
guishers became a member of Cuipo 
family – a family of products with a 
great purpose!

Fire 
class

Filling
(liter)

Type Total 
mass

Height
(mm)

Discharge 
time

Container 
diameter

Operating 
gas

2 Fe36-P2E 4.0 kg 345 10 s
110 mm N2

3 Fe36-P3E 5.5 kg 475 11 s

Fire 
class

Filling
(liter)

Type Total 
mass

Height
(mm)

Diameter
(mm)

Operating 
gas

EN3
efficiency

AB 1.8 Pz2E 4.3 kg 345 110 N2-14 bar -

ABF 6.0 Pz6 10.7 kg 440 170 CO2-60g 34A 233B 40F

CuipoNew brands
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Hydrant cabinets

Available in several versions:

Wall-mounted hydrant cabinets
When sold as a set, they must contain a polyester tube, a nozzle, an angle valve and a rotary terminal. Available in versions 
full door, glass door and lock-secured glass door. Size: 500x500x140 mm.

Freestanding at a subterranean hydrant
When on sale as a set, they contain a polyester tube (4 pcs), a hydrant terminal, a wrench for the subterranean hydrant, a 
C-spanner (2 pcs) and a nozzle (2 pcs). Supplied in a full-door version with a lock. Size: 1080x1080x185 mm.

Freestanding at an above-ground hydrant
The sets of these cabinets have a polyester tube (2 pcs), a wrench for the aboveground hydrant, a C-spanner (2 pcs) and a 
nozzle (2 pcs). Supplied in a full-door version with a lock. Size: 540x1080/1060x185 mm.

Freestanding for foam fire fighting
Sold complete with a foam mixer, a heavy foam nozzle, a medium-light foam developer, a nozzle (2 pcs), a polyester tube 
with a coupling (2 pcs), a C-spanner (2 pcs) and a canister (2 pcs). Like the above mentioned two freestanding cabinets, 
these are also supplied in a full-door version with a lock. Size: 1080x1080x252 mm.

Racks

Freestanding racks (S-shaped) are 
used for placing the cylinder-fitted 
extinguishers under stored pressure 
on a firm base. Size: 300x700x300 
mm. There are standard red racks, 
and deluxe chromeplated racks 
exclusively intended for mounting 
the cylinder-fitted extinguishers.

Cabinets for fire 
extinguishers

Used for wall-mounted extinguish-
ers, primarily for safety reasons (e.g., 
in residential buildings). They have 
a glass door, so that the type of the 
extinguisher can be seen. Lock with 
a key. Whether 6-kg or 9-kg, the 
extinguishers have the same size: 
315x700x240 mm.

Brackets

On offer are two main types of brack-
ets: wall-mounted and truck-mount-
ed. The wall-mounted brackets are 
fixed to thewall for the extinguish-
ers to be suspended on them. The 
truck-mounted brackets are made 
from golden-yellow PVC for 6 kg and 
9 kg extinguishers. Size of the 6-kg 
truck-mounted fire extinguisher cab-
inet: 320x570x200 mm, that of the 
9-kg cabinet: 320x620x200 mm.

Note: Sizes are all quoted in dimensions: width x height x depth

Pastor 1930

Superior design and performance, 
produced with almost 90 years of 
experience in fire extinguishers and 
fire protection equipment production, 
qualify Pastor 1930 product as your 
best investment in fire safety of life and 
property. This fire extinguishing device, 
its quality and purpose, complies 
entirely with european portable fire 
extinguisher standards, except in the 
cylinder’s exterior coloring. 

To prolonged the product’s lifespan 
and assure its impeccable perfor-
mance, we advise you to submit it to 
an annual service inspection. Once 
used, the device needs to be serviced 
and recharged or replaced. For full list 
of certified servicing stations please 
visit www.pastor.hr

The official Ministry of Internal Affairs 
statistics alert of 98% increase of the 
number of fires and explosions, as well 
as injured therein. Material damage 
caused by fires (and explosions) soars 
by high 270% and is assessed at almost 
a bilion kuna.

Nude - 6lDressNude - 2l
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Freestanding cabinet for 
underground hydrant

Type SZ-1
Size: 700x1220/1170x500

Fire extinguisher cabinet flat roof, 
glass door, lock-fitted

Size: 315x700x240

Freestanding cabinet for
above-ground hydrant

Type OH-N
Size: 540x1080/1060x185

Hydrant cabinets Hydrant cabinets

Freestanding cabinet for underground hydrant
Type OH-V

Size: 1080x1080/1060x185

Wall-mounted hydrant cabinet
Type HO-2B

Size: 500x500x140

Wall-mounted hydrant cabinet
Type HO-2B INOX
Size: 500x500x140

Wall-mounted hydrant cabinet
Type HO-1 INOX
Size: 500x500x140

Wall-mounted hydrant cabinet
Type HO-1

Size: 500x500x140
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Fire hoses

Pastor fire hoses meet the higest world 
standards. They are manufactured 
in several different quality rangers in 
order to meet the needs of various 
costumers, from natural persons to 
professional fire brigades, and in all 
the standard sizes, from 25 mm to 150 
mm in diameter. certificates and are 
very well accepted by all categories 
of costumers.

1. Sprinkler systems 
    (wet and dry)

Applied in fire protection of 
warehouses, department stores, 
garages, hotels, wood industry, 
paintshops, chemical plants, paint 
plants, involving all fires of classes A 
and B.Sprinkler systems are automatic 
installations with simultaneous fire 
alarm and fire extinguishing functions 
using pressurized water. The main 
components of the system are a water 
source (pumping station, waterworks, 
etc.) and a tubing network with 
sprinkler nozzles. In the event of 
fire only the fire-affected sprinkler 
nozzles will open up, which minimizes 
the collateral damage caused by 

fire fighting. The automatic sprinkler 
installations are highly efficient and 
easy to maintain.

2. Drencher systems

Applied in fire protection of: 
refineries, stores of flammable liquids, 
airplane hangars, substations, paint 
factories and stores, involving all fires 
of classes A and B.

System activation:
- electric, via automatic fire alarms
- pneumatic, via excitation tubing 

fitted with sprinkler nozzles
- manual, on the control drencher 

valve

Drencher systems have their nozzles 
open in the whole fire fighting zone. 
In the event of fire, through one of the 
mentioned options the whole pro-
tected zone is covered with finely dis-
persed water drops. The main com-
ponents of the system are a water 
source (pumpingstation, waterworks, 
etc.), a tubing network with drencher 
nozzles and an activation system.

3. Foam systems

Applied in fire protection of: refiner-
ies, stores of flammable liquids, air-
plane hangars, laboratories, ships, oil 
tanks and oil products, decanters of 
flammable liquids, paint factories and 
stores, involving all fires of classes A 
and B.

- using light foam
- using medium-light foam
- using heavy foam

The main components of the system 
are a water source (pumping station, 
waterworks, etc.), a foam tank, a foam 
mixer, tubing with foam ejectors (noz-
zles, chambers, guns) and an activa-
tion system.

Pastor line includes:

Pastor Stabilon - Ø 25 mm fire hose 
for installation in Euro cabinets

Pastor Regular - available in the 
most usual sizes of 52, 75 and 102. 
The hose can be installed in hydrant 
cabinets and used in industry 

Pastor Standard - size Ø 52, Ø 75, 
Ø102 and Ø150, with rubber inner 
wall (EPDM). This hose is intended for 
professional use in industry and fire 
fighting

Pastor Premium - professional fire 
hose in sizes Ø25, Ø52, Ø75 and 
Ø110, with rubber inner wall (EPDM). 
This high quality hose is intended for 
professional fire fighting use.

Stable fire 
fighting
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4. ABC powder systems

Applied in fire protection of: smaller 
stores of flammable liquids, kitchens, 
rangehoods, generating sets of refin-
eries and industrial plants, involving 
all fires of classes A B, C.

System activation:
- electric, via automatic fire alarms
- pneumatic, via excitation tubing 

fitted with sprinkler nozzles
- manual, on the powder container 

valve.
The powder systems have their 
nozzles open in the whole fire fighting 
zone. In the event of fire, through one 
of the mentioned options the whole 
protected zone will be powder-
covered. The main components of 

the system are a powder container, a 
nitrogen or carbon dioxide cylinder 
for excitation, a tubing network with 
powder nozzles and an activation 
system.

5. Systems using gas HFC 
    227ea (FM-200), HFC 
    236 fa (FE36) and other 
    approved NFPA 2001

Applied in fire protection of: comput-
er centers, server and telecommuni-
cations equipment premises, trea-
suries, libraries, museums, involving 
all fires of classes B, C, E, especially 
where efficient fire fighting is required 
without excessive damage inflicted 

on sensitive equipment. These sys-
tems are considered environmentally 
friendly in that they do not harm the 
ozone layer and do not pose a health 
risk to people in concentrations re-
quired for fire fighting.

System activation:
- electric, via automatic fire alarms
- pneumatic, via excitation tubing
- manual, on the gas container 

valve.
In the event of fire, through one of the 
mentioned options the whole pro-
tected zone will be gas-filled in a time 
up to 10 seconds. The main compo-
nents of the system are a pressur-
ized gas container with an automatic 
valve, a tubing network with nozzles 
and an activation system.

6. C02 systems

Applied in fire protection of: paint-
shops, machines in graphic industry, 
transformers in enclosed areas, indus-
trial plants, computer centers, server 
and telecommunications equipment 
premises, treasuries, libraries, muse-
ums, involving all fires of classes B, C, E.

System activation:
- electric, via automatic fire alarms
- pneumatic, via excitation tubing
- manual, on the gas battery (partition 

zone valve).
In the event of fire, through one of 
the mentioned options the whole pro-
tected zone will be filled with carbon 

Stable fire 
fighting

Stable fire 
fighting

dioxide. find themselves in the pro-
tected zone, the system is provided 
with activation time delay. The main 
components of the system are a cyl-
inder battery, a collector with partition 
valves (multi-zone protection), a tubing 
network with nozzles and an activation 
system. The systems are divided 
into two main groups:

- high-pressure,
- low-pressure.

7. Indoor and outdoor 
    hydrant networks

8. Fire alarm systems

In fire protection of buildings more 
and more in use are the analog ad-
dressable fire alarm systems owing to 
their flexibility, precision in locating 
the source of alarm, calibration costs 
saved, etc. The system consists of 
the following essential elements:

- microprocessor-based analog ad-

dressable fire alarm panels with 
storage batteries

- automatic analog addressable fire 
alarm detectors (optical and heat)

- manual analog addressable fire 
alarm detectors

- addressable input/output modules 
for control of other systems

- alarm siren and flashlight
In practice, of course, especially for 
fire protection of smaller buildings, the 
conventional fire alarm systems are still 
used.

9. Fire equipment control 
    systems

In use with fire pump sprinkler control 
systems are electrical cabinets or die-
sel pump control cabinets.

10. Stable explosive and 
      toxic gas detection  
      systems

Stable systems for detection of explo-
sive and toxic gases and vapors are 
installed to provide health and envi-
ronmental, as well as explosion pro-
tection. The essential parts of such 
systems are:

- microprocessor-based gas alarm 
panels

- gas detectors (H2, O2, CH4, CO, 
H2S, SO2, HCl, NH3, etc.)

- light and sound signaling units 

Exhaust gas and dust measuring and 
control systems are mounted on the 
funnels of:

- thermoelectric power plants
- heating plants
- cement plants
- glass factories wood pulp and paper 

factories refineries

11. Burglar alarm systems

12. Passage control, video 
      surveillance close-circuit 
      television

We are designing the above men-
tioned systems in compliance with na-
tional, European (VdS, CEA) and U.S. 
(NFPA) as well as Russian (NPB and 
SniP) standards.
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ServicingServicing

The company’s longstanding 
production experience has naturally 
resulted in a highquality servicing 
organization in all countries where the 
PASTOR fire extinguishers are used. 
All of these authorized service shops 
have original spare parts on stock and 
are thus able to provide expeditious 
maintenance for end users. The 
following rule applies to all types of 
fire extinguishers: After each use, 
even if only partially discharged, the 
extinguisher should be refilled at an 
authorized service shop.

PASTOR service department whose 
foundations were laid back in 1929 
with the establishment of a factory and 
service shop by Sre}ko Felix Pastor, has 
the longest tradition of maintenance 
and servicing of fire extinguishers in 
Croatia. 

Pastor service department is the 
biggest centar in Croatia for servicing 
fire extinguishers, which employs 
15 authorized service persons and 
closely cooperates with the factory 
manufacturing the extinguishers. Such 
cooperation guarantees to our clients 
topquality service combined with the 
use of only the original spare parts as 
prescribed by law.

Regular servicing and maintenance 
works on fire extinguishers are 
performed in a space on the Pastor 
Service location tested and approved 
by the Ministry of the
Interior, or they are performed in a 
mobile vehicle on the locations of 
service users in the whole territory of 
Croatia.

Pastor service is fully equipped for 
servicing the products of leading world 
manufacturers, in the purchase of which 
we are helping the authorized service 
shops in the country. In selecting such 
products you can refer to us with trust 
for counseland assistance.

We hope that you will recognize 
the advantages we are offering and 
contact us with confidence.
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