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Forklift applications

✦ Walk behinds
✦ Stacker
✦ Ride on pallet truck
✦ Low level order picker
✦ High level order picker
✦ Reach truck
✦ Electric counter balance

The Pan-Cake (PK) range is a pre-assembled
on/off dry spring applied electromagnetic brake.
This spring applied brake is used for parking and
emergency only. The AC motor is used in
combination with the PK brake for regenerative
braking of the truck. The brake uses a high
coefficient of friction material and powerful coil to
optimise torque in a low profile package. The coil
can be optimised with a pulse width modulation
power supply to reduce power consumption and
maintenance.

The benefits of this cost competitive range include;
pre-assembled design for easy assembly, lower
power consumption, longer battery life, and
overall lower maintenance costs. The low profile
design is particularly suitable for back to back
dual drive configurations such as sit trucks and
boom lifts

✦ High torque within a compact space envelope

✦ Multi-step braking versions available

✦ Low profile space saving design

✦ Dust cover option

✦ UL class F rating

✦ Customised versions available on request

Parking and emergency
stopping brake

Warner Electric/Matrix International is a
world leader in the design and manufac-
ture of hydraulic, pneumatic and electro-
magnetic brakes and clutches for battery
powered vehicles. We offer a full range of
traction motor and load wheel brakes and
specialize in customised solutions to meet
your specific performance and installation
requirements. We have over 60 years of
experience delivering high technology,
cost effective braking systems. We offer
production, engineering and application
support from our facilities in Europe, the
U.S. and China. Contact us today to
discuss how our dedicated engineers
can assist you.

www.warnerelectric-eu.com
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Connector
on request

B3 slots on F ø
for fixation

3 slots on G ø
for fixation

400 mm

Size 010 020 035 060 100
Max. static torque [Nm] 20 40 75 125 200
A [mm] 98 133 153 164 184
B [mm] 40 43 43 59 75
C [mm] 3,2 4,5 6 6 10
D [mm] 15/20H7 15/20H7 19.05/20/25H7 20/25/30H7 25/30/35H7
J [mm] 20 20 25 30 30
E [mm] 37 43,5 51 59 70
F [mm] 90 112 132 145 170
G [mm] 112 132 145 170 196
AA Small PCD [mm] 98 138 153 164 184
AB Large PCD [mm] 120 138 153 185 210
Ambient temperature [°C] -20 / +60
Voltage Based on customer requirements. Pulse widht modulation for optimised performances


