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ERX.
Adjustable handles
Technopolymer

STAINLESS
STEEL

INOX

  
Push button in Ergostyle colours with glossy finish.
Technopolymer element with brass or AISI 303 
stainless steel boss, threaded blind hole; 
zinc-plated or AISI 303 stainless steel threaded stud.
Dimensions: 30 - 44 - 63 - 78 - 95 - 108 mm

ERS.
Safety adjustable handles
Push action, technopolymer

 
Technopolymer clamping element with black-oxide 
steel or brass boss with threaded blind hole; 
black-oxide threaded stud.
In case of accidental shocks, the lever turns freely 
without affecting the clamping action.
Dimensions: 44 - 63 mm

MR.
Adjustable handles
Technopolymer

Technopolymer clamping element with black-oxide or 
brass boss with plain or threaded blind hole; 
zinc-plated steel threaded stud.
Dimensions: 42 - 63 - 80 - 100 mm

GN 300 - GN 300.1 - GN 300.5
Adjustable handles
Zinc alloy or stainless steel

STAINLESS
STEEL

INOX

Zinc alloy or stainless steel lever.
Black-oxide steel or AISI 303 stainless steel clamping 
element, threaded hole or threaded pin.
Dimensions: 30 - 45 - 63 - 78 - 92 - 108 mm

ERX-CR
Adjustable handles
Technopolymer chrome-plated

CH

RO
MIUM

  
Technopolymer element 
with brass boss and threaded blind hole.
Dimensions: 44 - 63 - 78 - 95 mm

MRX.
Adjustable handles
Technopolymer

STAINLESS
STEEL

INOX

Technopolymer clamping element with brass or
AISI 303 stainless steel boss and threaded blind hole; 
zinc-plated or AISI 303 stainless steel threaded stud.
Dimensions: 42 - 63 - 80 - 100 mm

ERZ.
Adjustable handles
Technopolymer, 
steel clamping element

Zinc alloy insert for coupling to the clamping element.
Black-oxide steel or AISI 303 stainless steel clamping 
element, threaded hole or threaded pin.
Dimensions: 44 - 63 - 78 - 95 mm

ERW.
Adjustable handles
Flat lever, technopolymer

STAINLESS
STEEL

INOX

  
Technopolymer element with brass or AISI 303 stainless 
steel boss, threaded blind hole; zinc-plated or AISI 303 
stainless steel threaded stud.
Dimensions: 30 - 44 - 63 - 78 mm

ERX-AV
Adjustable handles
Quick assembly, 
technopolymer

 
Adjustable push button for quick screwing during 
assembly by means of screwdrivers. Clamping element 
in technopolymer with brass boss and threaded blind 
hole; zinc-plated steel threaded stud.
Dimension: 78 mm

MRT.
Adjustable handles
Technopolymer

STAINLESS
STEEL

INOX

Technopolymer clamping element with brass or AISI 
303 stainless steel boss and threaded blind hole; 
zinc-plated or AISI 303 stainless steel threaded stud. 
Technopolymer push button, glossy finish.
Dimensions: 42 - 65 - 80 mm

ERM.
Adjustable handles
Zinc alloy, 
steel clamping element

STAINLESS
STEEL

INOX

  
Orange, red, grey or black colour.
Black-oxide steel or AISI 303 stainless steel clamping 
element, threaded hole or threaded pin.
Dimensions: 44 - 63 - 78 - 95 mm

GN 302
Adjustable handles
Zinc alloy, 
steel clamping element

Black-oxide steel clamping element, 
threaded hole or threaded pin.
Dimensions: 30 - 45 - 63 - 78 mm

  

STAINLESS
STEEL

INOX

Clamping levers

Adjustable handles and levers in a wide range of materials for repetitive clamping operations where the lever turning angle is limited 
due to lack of space. Available with push buttons and levers in different colours to identify and differentiate the various functions.

GN
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GN 300.4
Adjustable handles
with torque amplifier, 
zinc alloy and steel

Black-oxide steel clamping element, 
threaded hole or threaded pin.
Dimensions: 63 - 78 - 92 - 108 mm

GN 212.4
Adjustable handles
Steel

Black-oxide steel clamping element, 
threaded hole or threaded pin.
Duroplast handle.
Dimensions: 87 - 102 - 116 - 132 - 148 mm

MF.
Lever handles
Technopolymer

Brass boss, threaded blind hole or zinc-plated steel 
threaded stud, cylindrical or square blind hole and 
brass reinforcement with transversal semi-machined 
hole for pinning to shaft.
Dimensions: 42 - 63 - 80 - 100 mm

DIN 99
Lever handles
Steel or stainless steel

STAINLESS
STEEL

INOX

Plain or threaded pass-through hole.
Dimensions: 50 - 63 - 80 - 100 - 125 - 160 mm

LAC.
Cam clamping levers
Technopolymer

SUPER
TECHNO

POLYMER  STAINLESS
STEEL

INOX

SUPER-technopolymer cam sliding base.
Rotating pin with zinc-plated or AISI 303 stainless 
steel threaded hole; zinc-plated or AISI 303 stainless 
steel threaded stud. LAC.R cam lever with adjustable 
knurled ring-nut.
Dimensions: 63 - 79 mm

GN 6337.3
Adjustable handles
Push action, steel

Black-oxide steel clamping element, 
threaded hole or threaded pin.
Duroplast handle.
Dimensions: 70 - 87 - 109 mm

ERFW.
Flat lever handles
Technopolymer

 
Brass boss with threaded blind hole, cylindrical blind 
hole and brass reinforcement with transversal 
semi-machined hole for pinning to shaft.
Dimensions: 44 - 63 - 78 mm

M.180
Lever handles
Duroplast

Black-oxide steel boss with cylindrical blind hole.
Brass boss with cylindrical blind, threaded blind or 
square hole with transversal semi-machined hole for 
pinning to shaft.
Dimensions: 79 - 99 - 118 mm

GN 99.7  -  GN 99.8
Clamping nuts 
with double lever
Steel or stainless steel

STAINLESS
STEEL

INOX

Threaded pass-through hole.
Dimensions: 50 - 60 - 80 - 100 - 120 mm

GN 927
Cam clamping levers
Zinc-alloy

STAINLESS
STEEL

INOX

Rotating pin and clamping element with 
zinc-plated steel threaded hole or stud.
Zinc-plated steel bushing with contact insert in 
technopolymer or fully in technopolymer.
Dimensions: 63 - 82 - 101 mm

GN 125
Adjustable handles
Steel

Black-oxide steel lever with straight or slightly 
inclined arm. Black-oxide steel clamping element, 
threaded hole or threaded pin.
Duroplast handle.
Dimensions: 100 - 120 - 130 - 145 mm

ERF.
Lever handles
Technopolymer

 
Brass boss with threaded blind hole or zinc-plated 
steel threaded stud; cylindrical blind hole, brass 
reinforcement with transversal semi-machined hole for 
pinning to shaft; square blind hole, 
transversal set screw.
Dimensions: 44 - 63 - 78 - 95 mm

DIN 6337
Lever handles
Steel

Cylindrical or threaded pass-through hole.
Dimensions: 60 - 76 - 95 - 119 - 152 mm

GN 150  -  GN 150.5
Split hubs
Steel or stainless steel

STAINLESS
STEEL

INOX

Cylindrical head screws with black-oxide steel or 
AISI 304 stainless steel hexagon socket.
Dimensions: 24 - 28 - 32 mm

GN 927.5
Cam clamping levers
Stainless steel

Rotating pin and clamping element with AISI 303 
stainless steel threaded hole or stud. AISI 303 stainless 
steel bushing with technopolymer contact insert.
Dimensions: 63 - 82 - 101 mm

STAINLESS
STEEL

INOX

GN, DIN




