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L.652
T-Handles
Technopolymer

Black, orange, red colour. Natural aluminium or with 
black colour, epoxy resin coating (L.652M).
Brass boss, plain or threaded blind hole or zinc-plated 
steel threaded stud.
Dimensions: 40 - 55 - 67 - 80 - 94 mm

GN 676.5
Knobs
Stainless steel

STAINLESS
STEEL

INOX

Plain or knurled rim, threaded blind hole.
Diameters: 21 - 25 - 31 mm

EBK.SOFT
Mushroom lobe handles
Soft-touch technopolymer

SOFT

 
Brass boss with threaded blind hole or 
zinc-plated steel threaded stud.
Also available with technopolymer centre cap in 
Ergostyle colours or with transparent technopolymer 
magnifying lens and labels with marks and symbols.
Diameters: 43 - 50 mm

SH.N
Spherical knobs
Duroplast,  
 with magnifying lens

L.652-S
Safety T-Handles
Technopolymer, push action

Technopolymer clamping element, brass boss with 
threaded blind hole or zinc-plated steel threaded stud. 
In case of accidental shocks, the handle turns freely 
without affecting the clamping action.
L.652-X adjustable handles with “pull” action.
Dimensions: 67 - 80 mm

I.150
Mushroom knobs
Duroplast

Threaded blind hole.
Diameters: 25 - 32 mm

EBS+x
Revolving handle
Technopolymer

Zinc-plated steel shank, hexagon socket at 
threaded end.
EBS+X SOFT technopolymer coated with “soft-touch” 
elastomer: improves the grip even in the presence of 
oils, greases and sweat from the hand.
Diameters: 45 - 48 mm

I.622
Tapered handles
Technopolymer

Six different colours. I.622-CLEAN in white colour similar 
to RAL 9002. I.222 in Duroplast, black colour. Plain or 
threaded blind hole or technopolymer self-locking boss 
with plain blind hole, press-fit assembly by means of the 
elastic coupling.
Dimensions: 25 - 32 - 42 - 55 - 68 - 87 mm

EKK.
Knurled grip knobs
Technopolymer

Available in Ergostyle colours.
Brass boss, threaded blind hole or zinc-plated steel 
threaded stud.
Diameters: 16 - 18 - 21 - 25 - 31 mm

GN 75.5
Knobs
Stainless steel

STAINLESS
STEEL

INOX

Threaded blind hole or threaded pin.
Diameters: 16 - 20 - 25 - 32 - 36 mm

IEL.N SOFT
Mushroom handles
Soft-touch technopolymer

SOFT

Plain blind hole, press-fit assembly by means of the 
elastic coupling.
Also available with transparent technopolymer 
magnifying lens and labels with marks and symbols 
(IEL.N-H SOFT).
Dimension: 47 - 65 mm

PLX.
Spherical knobs
Duroplast

Threaded blind hole; brass boss with threaded blind 
hole; slightly cone-shaped plain blind hole, press-fit 
assembly by means of the elastic coupling.
Diameters: 12 - 16 - 20 - 25 - 30 - 32 - 35 - 40 - 45 
- 50 mm

Transparent technopolymer magnifying lens for the 
application of labels with marks and symbols.
Technopolymer self-locking boss, plain blind hole, 
press-fit assembly by means of the elastic coupling.
Diameters: 35 - 40 - 45 mm

Fixed & revolving handles

For use on rods or action levers, on handwheels and crank handles for rotating or maneuvering operations. The special care in the 
design and ergonomics enables a secure grip and offers maximum comfort to the operator’s hand.

GN
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PLM
Spherical knobs
Steel or stainless steel

STAINLESS
STEEL

INOX

Plain or threaded blind hole.
Diameters: 16 - 20 - 25 - 32 - 40 - 50 mm

I.680 SOFT
Cylindrical handles
Soft-touch technopolymer

SOFT

These handles improve the grip even in the presence of 
oils, greases and sweat from the hand.
Threaded blind hole.
Dimensions: 65 - 80 - 90 mm

BL.366  -  BL.368
Lever arms
Steel and Duroplast

BL.366 BL.368 matte chrome-plated steel arm.
BL.666 BL.668 zinc-plated steel arm.
Handles in Duroplast or technopolymer, black colour.
Dimensions: from 57 to 203 mm

I.601+x
Revolving handles
Technopolymer

STAINLESS
STEEL

INOX

Zinc-plated steel or 303 stainless steel shank, 
hexagon socket at threaded end.
Dimensions: 40 - 50 - 65 - 80 - 90 mm

I.644
Revolving handle
Technopolymer with antimicrobial protection

Zinc-plated steel shank, 
hexagon socket at threaded end.
This handle prevents any deposit of bacteria, mildew 
and fungi, offering a sanitised effect on the surface.
Dimension: 90 mm

EGH.SOFT
Cylindrical lobe handle
Soft-touch technopolymer

SOFT

 
Plain blind hole, press-fit assembly by means of the 
elastic coupling.
Dimension: 85 mm

I.780
Cylindrical handles
Technopolymer

Black or red colour.
Threaded blind hole.
Dimensions: 65 - 80 - 90 mm

DIN 39
Shaped handles
Steel or AISI 316L
stainless steel

STAINLESS
STEEL

INOX

Threaded pin.
Dimensions: 16 - 20 - 25 - 32 - 36 mm

I.621+x
Revolving handles
Technopolymer

STAINLESS
STEEL

INOX

Zinc-plated steel or 303 stainless steel shank, 
hexagon socket at threaded end.
Dimensions: 35 - 45 - 60 - 65 - 73 - 80 - 90 - 101 mm

GN 798
Revolving handles
Aluminium

STAINLESS
STEEL

INOX

Zinc-plated steel shank, 
hexagon socket at threaded end.
This handle prevents any deposit of bacteria, mildew 
and fungi, offering a sanitised effect on the surface.
Dimensions: 42 - 56 - 59 - 74 - 84 mm

I.280
Cylindrical handles
Duroplast

Threaded blind hole; zinc-plated steel threaded stud.
I.580 in technopolymer; blind hole for press-fit 
assembly by means of the elastic coupling.
Dimensions: 28 - 40 - 50 - 65 - 80 - 90 - 102 - 115 mm

IF - IFF
Cylindrical handles
with protection, technopolymer

Brass boss with threaded blind hole or 
zinc-plated steel threaded stud.
Dimension: 112 mm

I.301+x
Revolving handles
Duroplast

STAINLESS
STEEL

INOX

Zinc-plated steel or 303 stainless steel shank, 
hexagon socket at threaded end.
Dimensions: 28 - 40 - 50 - 65 - 80 - 90 - 102 - 116 mm

I.731+x
Revolving handles
Technopolymer

Zinc-plated steel shank, 
hexagon socket at threaded end.
Dimensions: 20 - 23 mm

IRS.820
Two volume safety 
fold-away handles
Technopolymer

Black-oxide or AISI 303 stainless steel shank, 
technopolymer base. The special return mechanism 
“Fold-O-matic" automatically folds the handle into the 
retracted position.
Dimensions: 56 - 65 - 80 - 90 mm

GN, DIN, PLM




