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CM. - CMT.AE-V0
Lever latches
fold-away or key-type knob

CM.: nickel-plated zinc alloy rotor, stator and knob; 
brass nut; zinc-plated steel closing lever and screw.
CMT.AE-V0: rotor, stator, fold-away knob, closing 
lever and nut in technopolymer certified self-extinguish 
UL-94 V0. IP 65 protection class.
Rotation 90°. Dimensions: 18 - 20 - 24 - 32 mm

BOCK
Cam latches with key
Steel or stainless steel cam

STAINLESS
STEEL

INOX

BOCK: nickel-plated steel shank; nickel-plated brass guide 
bushing and locking nut; sintered and vaporised steel latch 
cam; zinc-plated steel latch spring; BOCK-SST: stainless 
steel shank, guide bushing and locking nut, latch cam and 
spring. Technopolymer key. Standard executions: opening 
to the right side or left side. Lengths: 46 - 54 - 64 mm

MDA-LS
Lever latches
Technopolymer knob

STAINLESS
STEEL

INOX

Technopolymer cap. MDA-LS: zinc alloy threaded body and 
lever, zinc-plated steel screw and locking nut. Neoprene 
clamping bolt. MDA-LS-SST: AISI 316 stainless steel 
threaded body, screw and locking nut, AISI 304 stainless 
steel lever. IP 65 protection class.
Rotation 90° right. Knob diameter: 53 mm

ELCK
Lever latches
Operation by means 
of  technopolymer lever

Zinc alloy stator and rotor, brass nut, zinc-plated steel 
lever, positioning washer and spring washer. Two 
nickel-plated brass keys removable in two positions 
(locked or unlocked position). Standard executions: lock 
with one combination, opening on the right or left side 
or both sides. Dimensions: 67 - 85 mm

VCTK. - VCMK.
Cam latches
Steel or technopolymer knob

STAINLESS
STEEL

INOX

VCTK: technopolymer knob; chrome-plated zinc alloy 
stator and rotor; zinc-plated steel latch cam, screw, 
spring washer and nut; aluminium distance element.
VCMK: stainless steel knob, stator and rotor, latch 
cam, screw and washer, nut and distance element.
Knob diameter: 50 mm

VCML
Lever latches
Stainless steel knob

STAINLESS
STEEL

INOX

Stainless steel stator, closing lever, screw, washer 
and nut.
Rotation 90° right. IP 65 protection class.
Knob diameter: 50 mm

CSM.
Lever latches
Steel handle with lock

STAINLESS
STEEL

INOX

Zinc alloy stator, rotor and nut; stainless steel front 
plate; zinc-plated steel closing lever; two nickel-plated 
brass keys, removable in two positions at 180°. IP 65 
protection class. Rotation 90° right.
Standard executions: lock with different combinations 
or one combination. Handle dimension: 80 mm

CS-RPR.
Lever latches
with reprogrammable lock, steel

STAINLESS
STEEL

INOX

Chrome-plated zinc alloy stator and rotor and stainless 
steel front plate; brass nut; zinc-plated steel closing 
lever and screw. Rotation 180° with key removable in 
two positions. Accessories: kit of keys containing the 
programming key and use keys.
Dimensions: 20 - 25 - 30 mm

VCK.
Cam latches with knob
Duroplast knob, steel 
or stainless steel cam

STAINLESS
STEEL

INOX

Zinc-plated or stainless steel plain stud; zinc-plated 
or stainless steel latch spring to compensate door 
thickness.
Standard executions: opening to the right side or left 
side.
Knob diameter: 50 - 60 - 70 mm

VC.308 - VC.309
Lever latches
Technopolymer knob with lock

Zamac stator and rotor; brass nut; zinc-plated steel spring washer, 
positioning washer and closing lever; two nickel-plated brass keys, 
removable in two positions at 180° (locked or unlocked position). 
Standard executions: opening to the right side or left side; lock 
with different combinations, one combination; different combina-
tions and master-key or without lock. Knob diameter: 40 mm

CSMT-A
Lever latches
Technopolymer handle 
with lock and anti-rotation device

STAINLESS
STEEL

INOX

Technopolymer stator and nut, zinc alloy rotor; stain-
less steel front plate; zinc-plated steel closing lever; two 
nickel-plated brass keys, removable in two positions at 
180°. IP 65 protection class. Rotation 90° right.
Standard executions: lock with different combinations 
or one combination. Handle dimension: 80 mm

CS.
Lever latches
with lock, zinc alloy

Zinc alloy stator and rotor, brass nut, zinc-plated steel 
lever, positioning washer and spring washer.
Two nickel-plated brass keys removable in two 
positions at 180°. Standard executions: lock with 
different combinations or one combination.
Dimensions: from 13 to 30 mm

Latches

Different types of latches in plastic or metal with knob or key to lock electrical panels or machine doors.
Hook clamps, push-pull or latch-type toggle clamps in zinc-plated or stainless steel designed for industrial uses complete the range.

MDA
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CQ. - CQT.AE-V0
Lever latches
with recessed key

 STAINLESS
STEEL

INOX

CQ.: nickel-plated zinc alloy stator and rotor; brass or zinc al-
loy nut, zinc-plated steel shaped closing lever and screw. CQ.
SST: stainless steel stator and rotor; two-wing or triangular 
groove for key. CQT.AE-V0: self-extinguish technopolymer 
UL-94 V0; stainless steel self-tapping screw. Rotation 90°. 
Dimensions: 16 - 18 - 20 - 24 - 28 - 60 - 32 mm

CLT.
Latches for cabinets
with handle for rod controls, 
technopolymer

Chrome-plated zinc alloy handle shank with NBR rubber OR; 
silicon and NBR synthetic rubber packing rings; zinc-plated 
steel screws. Standard executions: lock with different combi-
nations, with one combination or for technopolymer key with 
zamac insert and two-wing groove, European style stator, 
execution with IP 65 protection class. Dimension: 160 mm

BMS
Snap door lock
Technopolymer

Standard executions: snap lock and unlock (BMS), or 
snap lock and lever for manual release (BMS.L).
When the lever is locked, the maximum load at breaka-
ge of the door lock is = 2500 N.

Two nickel-plated brass or technopolymer keys. Standard executions: 
lock with key removable in two positions, rotation by 90°, placed on 
the right or on the left. Lock with one combination, different combi-
nations or different combinations and master-key or electrical panel 
lock type with triangular, square or two-wing groove. Zinc-plated or 
stainless steel closing lever LPR. Dimension: 117 mm

TLA.
Hook clamps
Steel or stainless steel

STAINLESS
STEEL

INOX

TLA: basic hook clamp.
TLAL: hook clamp with padlock hole.
TLAS: hook clamp with security stop and red 
technopolymer push button. 
Special executions on request: catch brackets in different 
shapes and finishes. Dimensions: 102 - 140 - 193 mm

CQT.FM
Quick-assembly lever latches
with recessed key, 
technopolymer

 CH

RO
MIUM

CQT.FM-AE-V0: technopolymer black colour.
CQT.FM-CR: technopolymer chrome-plated body.
Silicone packing ring, stainless steel washer and 
self-tapping screw. Technopolymer key.
Rotation 90°. IP 65 protection class.
Dimensions: 18 - 20 - 22 - 25 - 30 mm

CAR.
Rod controls
Steel

Zinc-plated rod guides, chrome-plated zinc alloy 
toothed wheel.
Nickel-plated zinc alloy or technopolymer body.
Length: 347 mm

BPS
Ball-shaped door lock
Technopolymer

The clamp, in which the ball fixed to the closing door 
is inserted, is a mechanical stop device also to the door 
movement.
Opening release strength is = 30 N.
Assembly by means of a self-tapping screw or cylindri-
cal-head screw with hexagon socket.

Handle in black or grey colour. Standard executions: lock with different 
combinations or one combination. Two nickel-plated brass keys removable 
in two positions at 90°. Assembly by means of 4 zinc-plated steel screws 
co-moulded into the base. The overturning of the handle in its seat moves 
the spindle axially with the lever in the direction of the swing-door until the 
locking position. Dimension: 128 mm, adjusting distance: from 13 to 75 mm

TLE.
Hook clamps
Steel or stainless steel

STAINLESS
STEEL

INOX

TLE.Z: zinc-plated or AISI 304 stainless steel basic hook 
clamp.
TLEL.Z: zinc-plated steel hook clamp with padlock hole.
Special executions on request: catch brackets in 
different shapes and finishes.
Dimension: 52 mm

GN 315
Snap locks
technopolymer and zinc alloy

Technopolymer unlocking button, light-grey colour; 
steel adjusting spacer, black colour; zinc alloy threaded 
body; zinc-plated steel locking nut.
Adjusting distance: from 18 to 28 mm

EBR-CH
Handle with safety 
locking device
Technopolymer

Anti-intrusion profiled key.
AISI 304 stainless steel pin with technopolymer push 
button.
Pass-through holes for cylindrical-head screws with 
hexagon socket.
Assembly centre distance: 132 mm

GN 702
Stop locks with 4 indexing positions (90°)
Zinc alloy

These stop locks are suitable for clamping drawers or 
doors in applications subject to strong vibrations.
Standard executions: assembly by means of base flange 
with two holes for countersunk head screws, body 
with threaded hole or with threaded nut.

GN 115.10
Flush pull handles 
with lever latch
Zinc alloy

Handle in black or grey colour. Standard executions: 
triangular, square 7x7 or two-wing groove for key, 
positioned to the right or to the left. Assembly by means 
of 5 zinc-plated steel screws. GN 115 zinc-plated steel 
closing lever.
Dimension: 128 mm, adjusting distance: from 13 to 75 mm

TLF.
Adjustable hook clamps
Steel or stainless steel

STAINLESS
STEEL

INOX

TLF: basic hook clamp.
TLFS: hook clamp with security stop and red 
technopolymer push button.
Special executions on request: catch brackets in 
different shapes and finishes.
Dimensions: 138 to 150 mm

PR-CH
Flush pull handles 
with lever latch
Snap-in assembly, 
technopolymer

CSMH
Latches 
with push handle
Technopolymer 
and zinc alloy

GN
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TLM.
Adjustable hook clamps
Steel or stainless steel

STAINLESS
STEEL

INOX

TLM: basic hook clamp.
TLML: hook clamp with padlock hole.
Special executions on request: catch brackets in 
different shapes and finishes.
Dimension: 88 mm

MVA.
Vertical toggle clamps
with folded base, 
steel or stainless steel

STAINLESS
STEEL

INOX

Ground and hardened steel support bushings; red 
polyurethane handle.
MVA-SST: stainless steel.
Dimensions: 67 - 85 - 110.5 - 129 - 164 - 223 mm

STAINLESS
STEEL

INOX

With opening clamping lever and two folded washers 
or solid clamping lever and retainer for welding.
Ground and hardened steel support bushings; red 
polyurethane handle. Anti-release lever to prevent 
accidental opening in the presence of strong vibrations.
Dimensions: 118 - 172 - 196 - 270 - 305 - 306.5 mm

MTL.
Latch clamps, heavy-duty series
with safety device, steel

Hardened and ground steel pins; red polyurethane 
handle.
The safety device prevents accidental opening even in 
the presence of strong vibrations.
Dimension: 318 mm

MTS.
Weldable latch clamps, heavy-duty series
Steel or stainless steel

STAINLESS
STEEL

INOX

Hardened and ground steel shank; zinc-plated steel 
pulling hook, oscillating pin and nuts.
MTS-SST: stainless steel.
Dimensions: 216 - 257 mm

TLL.
Adjustable hook clamp
Steel

Special executions on request: AISI 304 stainless steel 
hook clamps.
Dimension: 125.5 mm

MVB.L
Vertical toggle clamps, 
long life series
with straight base, steel

LONG
LIFE

Hardened, black-oxide and ground steel rotating pins 
and support bushings; zinc-plated steel adjusting 
screw and nut; red polyurethane handle. With opening 
clamping lever and two folded washers or solid 
clamping lever.
Dimensions: 86 - 91 - 129.5 - 161 - 203 mm

MFC.
Push-pull clamps
Steel

Zinc-plated steel rivets and push lever; brass or pressed 
steel base; red polyurethane handle.
Dimensions: 86 - 116 - 122 - 164.5 - 182 - 238 - 316 mm

MTB.
Latch clamps
with safety stop,
steel or stainless steel

STAINLESS
STEEL

INOX

Zinc-plated steel rivets; red polyurethane handle.
With or without eyelet, T or hook tie rod.
MTB-SST: stainless steel.
The safety device prevents accidental opening even in 
the presence of strong vibrations.
Dimensions 103 - 153 - 222 mm

MTR.
Weldable latch clamps
Steel

Hardened and ground steel shank; natural steel pulling 
hook, oscillating pin and nuts.
With clamping hole by removable tube or with 
clamping lever.
Dimensions: 220 - 334 mm

TLY.
Hook clamps
Steel

Welding mounting.
Special executions on request: AISI 304 stainless steel 
hook clamps.
Dimension: 81 mm

MGA.L
Toggle-joint mechanisms
Steel

LONG
LIFE

Hardened, black-oxide and ground steel rotating pins 
and support bushings; zinc-plated steel adjusting screw 
and nut.
Dimensions: 57.5 - 58.5 - 115 mm

MTC.
Latch clamps
Steel or stainless steel

STAINLESS
STEEL

INOX

Zinc-plated steel rivets, pulling hook, oscillating pin and 
nuts; red polyurethane handle.
MTC-SST: stainless steel.
Dimensions: 98 - 152 - 220 mm

MTP.
Latch clamps, heavy-duty series
Steel or stainless steel

STAINLESS
STEEL

INOX

Hardened and ground steel shank; zinc-plated steel 
pulling hook, oscillating pin and nuts.
MTP-SST: stainless steel.
Dimensions: 220 - 273 mm

PVC.
Pneumatic clamps
with toggle-joint support, 
steel

Zinc-plated rivets and pins; black-oxide steel cylinder 
support screws; hardened steel cylinder support 
bushings, rotating pin and seeger ring.
Dimensions: from 163 to 362 mm

MOAS.
Horizontal toggle clamps
with folded base 
and anti release lever, 
steel or stainless steel




