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M.843
Bridge handles
Technopolymer

CLEAN STAINLESS
STEEL

INOX

Six different colours or white colour similar to 
RAL 9002 (M.843 CLEAN) with glossy finish for 
application on medical and hospital equipment and on 
food processing machines. Brass or AISI 303 stainless 
steel bosses with threaded holes.
Assembly centre distance: 86 - 117 - 179 - 300 mm

EBP.
Bridge handles
Technopolymer

  
Boss caps in Ergostyle colours. EBP.SAN in antimicrobial 
technopolymer. EBP.FLX in technopolymer added with 
elastomer for mounting on curved surfaces. Pass-through 
holes for cylindrical-head screws with hexagon socket or 
brass bosses with threaded blind holes.
Assembly centre distance: 93 - 117 - 132 - 150 - 179 mm

M.443
Bridge handles
Technopolymer

 ESD  
Available in black, orange, grey and red colour. M.443 AE-V0 in 
self-extinguish technopolymer certified UL-94 V0. M.443-ESD in 
conductive technopolymer. Pass-through holes for cylindrical-head 
screws, for countersunk head screws, for hexagonal-head screws 
or nuts. Assembly centre distances: 94 - 117 - 120÷122 - 132 - 
140 - 149÷152 - 150 - 160 - 179 - 235 mm

MMT.
Handles for heat insulation
Steel and technopolymer

Threaded blind holes with steel base bosses, chromed 
matte surface. 
MMT handles are particularly suitable for application 
on surfaces subjected to high temperatures.
Assembly centre distance: 120 - 180 mm

M.643
Bridge handles
Technopolymer

HT

Brass bosses with threaded blind holes for back moun-
ting or pass-through holes for cylindrical-head screws 
with hexagon socket (front mounting) (M.643-FM).
M.643 HT in technopolymer with high thermic resi-
stance (max 200° C). Assembly centre distance: 86 - 94 
- 117 - 120 - 132 - 150 - 179 - 235 - 300 mm

EBR-SW
Handle with microswitch
Technopolymer

 
Microswitch with push button with NO and NC 
change-over contact. One red LED and one green LED 
indicate the microswitch status. Pass-through holes for 
cylindrical-head screws with hexagon socket. Suitable 
for mounting on machine doors or protections.
Assembly centre distance: 132 mm

M.543
Bridge handles
Technopolymer

Available in black or orange colour.
Brass bosses, threaded blind holes or threaded studs.
Assembly centre distance: 
94 - 105 - 117 - 132 - 179 mm

GN 425
Handles
Steel, stainless steel, 
aluminium

GN 565
Handles
Aluminium or stainless steel

STAINLESS
STEEL

INOX

 
Oval cross section, aluminium with natural, anodised finish or 
with epoxy resin coating, black colour. AISI 304 stainless steel 
(GN 565.5). Back mounting with threaded blind holes or front 
mounting with pass-through holes for cylindrical-head screws. 
Assembly centre distances: 100 - 112 - 117 - 120 - 128 - 132 
- 160 - 164 - 179 - 192 - 196 - 300 - 350 - 400 - 500 mm

EBR-PN
Handle with pneumatic valve
Technopolymer

The handle allows the direct drive of a single-acting 
pneumatic actuator (execution 3/2) or double acting 
(execution 5/2). Supplied with quick couplings for 
direct fitting of a tube (Ø4 mm) for pneumatics.
Brass bosses, threaded blind holes.
Assembly centre distance: 132 mm

M.943
Bridge handles
Technopolymer

Brass bosses with threaded blind holes or blind holes 
for self-tapping screws.
Suitable for applications on a 19” rack 
and instruments in general.
Assembly centre distance: 88 - 120 mm

GN 565.2 - GN 565.7
Inclined handles
Aluminium or stainless steel

STAINLESS
STEEL

INOX

 
Aluminium with natural, anodised finish or with epoxy 
resin coating. AISI 304 stainless steel GN 565.7. Back 
mounting with threaded blind holes or front mounting 
with pass-through holes for cylindrical-head screws 
with hexagon socket.
Assembly centre distances: 112 - 128 - 160 mm

Round section in chrome-plated, black-oxide, AISI 
303 stainless steel or aluminium with anodised finish 
or with epoxy resin coating. Threaded blind holes. 
AISI 304 stainless steel GN 425.3, welded mounting. 
Assembly centre distance: 88 - 100 - 120 - 125 - 160 - 
180 - 200 - 235 - 250 - 300 mm

STAINLESS
STEEL

INOX

Lift & Pull handles

Wide range of shapes, types and materials. 
The ergonomic design provides a comfortable and secure grip for the operator’s hand.

GN
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MFH - GN 224
Finger handles
Technopolymer

CLEAN CH

RO
MIUM

Available in steel (GN 224.1) or stainless steel 
(GN 224.5).
Blind holes for fitting by means of no. 2 self-tapping 
screws or threaded holes.
Assembly centre distances: 30 - 40 mm

PR-PF
Flush pull handles
for snap-in assembly, 
technopolymer

Compact shape. The internal profile of the cavity offers 
a safe, comfortable and ergonomic grip.
PR-PF-AE-V0 in technopolymer certified 
self-extinguishing UL-94 V0.
Dimensions: 92 - 137 mm

MPE - MPR
Folding handle
with return spring, 
technopolymer

CLEAN

AISI 303 stainless steel pin, 
AISI 302 stainless steel springs.
Mounting with countersunk screws.
Dimensions: 135 - 141 mm

ETH.
Tubular handles
Technopolymer and aluminium

CLEAN 
Aluminium tube with epoxy resin coating, metalflake 
graphite colour or natural aluminium; technopolymer 
handle shanks; technopolymer screw covers in Ergostyle 
colours. Pass-through holes for cylindrical-head screws 
with hexagon socket, hexagonal-head screws or lock nuts. 
Assembly centre distance: 300 - 500 - 700 - 1000 mm

GN 333.1
Tubular handles
Zinc alloy and aluminium

Aluminium tube, anodised, natural or with epoxy 
resin coating. Technopolymer side plugs. Zinc alloy 
die-cast handle shanks with epoxy resin coating. AISI 
304 stainless steel GN 333.5.Threaded blind mounting 
holes.
Assembly centre distance: 200 - 300 - 400 - 500 mm

ESP.
Guard safety handles
Technopolymer

 
Technopolymer covers in Ergostyle colours. Pass-through 
holes for cylindrical head screws with hexagon socket, 
hexagon head screws, countersunk head screws, or lock 
nuts. The complete closure of the handle represents a 
safety feature for the operator’s fingers.
Assembly centre distance: 94 mm

EPR.
Flush pull handles
for snap-in or screw assembly, 
technopolymer

CLEAN  
Cover in Ergostyle colours. EPR.: pass-through holes 
for AISI 304 stainless steel self-tapping screws. EPR-PF: 
snap-in assembly, grey-black colour or white colour 
similar to RAL 9002 (EPR-PF-CLEAN) or technopolymer 
certified self-extinguishing UL-94 V0 (EPR-PF-AE-V0).
Dimensions: 90 - 110 - 120 mm

GN 425.8
Folding handle with recessed tray
Steel or stainless steel

STAINLESS
STEEL

INOX

Die-cast zinc alloy tray with epoxy resin coating, 
black colour.
Mounting with pass-through holes for countersunk 
head screws.
Dimensions: 150 - 170 mm

M.1043
Tubular handles
Technopolymer, aluminium, 
stainless steel

STAINLESS
STEEL

INOX

 
Aluminium tube with epoxy resin coating, metalflake 
graphite colour, anodised aluminium or AISI 304 stainless 
steel. Technopolymer handle shanks and anti-rotation 
tube end plugs. Pass-through holes for cylindrical-head 
screws with hexagon socket. Assembly centre distance: 
200 - 300 - 350 - 400 - 500 - 600 - 700 mm

M.1053
Offset tubular handles
Technopolymer
and aluminium

 CLEAN

Aluminium tube with epoxy resin coating, metalflake 
graphite colour, anodised aluminium, natural colour. 
Technopolymer handle shanks.  Pass-through holes for 
cylindrical-head screws, hexagonal-head screws or nuts. 
M.1053-P tubular handles with movable handle shanks.
Assembly centre distance: 300 - 350 - 400 - 500 - 600 - 700  mm

GN 430  -  GN 430.1
Guard safety handles
Aluminium

Mounting with M6 screws.
Particularly suitable for applications on revolving 
and sliding doors or drawers.
Available with label holder.
Assembly centre distance: 
66 - 86 - 106 - 156 - 206 - 256 - 356 - 456 mm

CLEAN  
ERB.: assembly by means of 4 zinc-plated steel 
self-tapping screws. ERB-PF: snap-in assembly, 
grey-black colour or white colour similar to RAL 9002 
(ERB-PF-CLEAN) or technopolymer certified self-extin-
guishing UL-94 V0, grey-black colour (ERB-PF-AE-V0). 
Dimensions: 115 - 130 mm

GN 426
Tubular handles
Aluminium or stainless steel

STAINLESS
STEEL

INOX

Aluminium bar or tube with epoxy resin coating, black 
colour. GN 426.1 with double curve or AISI 304 stainless 
steel GN 426.5. Threaded blind holes Ø 20 mm into the 
bar or aluminium or AISI 303 stainless steel tapped bosses 
into the tube with Ø ≥ 28 mm.
Assembly centre distance: 200 - 250 - 300 - 400 mm

M.1066
Tubular handles
Technopolymer, aluminium, 
stainless steel

STAINLESS
STEEL

INOX

 CLEAN

Aluminium tube with epoxy resin coating, metalflake 
graphite colour, anodised or AISI 304 stainless steel; 
technopolymer handle shanks. Back mounting with zinc 
steel screws and threaded holes. Front mounting with cylin-
drical-head screws, black-oxide nuts and washers. Assembly 
centre distance: 200 - 250 - 300 - 400 - 500 - 600 mm

GN 333.3
Tubular handles with movable handle shanks
Technopolymer and aluminium

Aluminium tube, anodised, natural or with epoxy resin 
coating.Technopolymer side plugs. Zinc alloy die-cast 
handle shanks with epoxy resin coating.
Threaded blind mounting holes.
Assembly centre distance: 242 - 392 - 492 - 592 mm

ERB.
Bi-directional 
flush pull handles
for snap-in or screw assembly, 
technopolymer

GN




