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GN 6311.1
Thrust pads with elastic ring
Steel

With or without technopolymer protection. Elastic ring: steel 
spring wire. These thrust pads are used to transmit clamping 
forces by means of DIN 6332 grub screws, hexagon socket 
head. Grub screw/thrust pad coupling by means of a 
retaining ring.
Diameters: 16 - 20 - 25 - 32 mm

DIN 444 - DIN 444-NI
Eye screws
Steel or stainless steel

STAINLESS
STEEL

INOX

These screws are used mainly for coupling up moulds, 
connections, equipment, etc.
Threadings: M5 - M6 - M8 - M10 - M12 - M16 - M20

DIN 508
T-Nuts
Steel or stainless steel

STAINLESS
STEEL

INOX

 
Groove width DIN 650: 5 - 6 - 8 - 10 - 12 - 14 - 16 - 18 
- 20 - 22 - 24 - 28 mm

GN 918 - GN 918.5
Cam locking levers
Steel

STAINLESS
STEEL

INOX

Duroplast handle. Nitrided and black-oxide steel or 
hardened and nickel-plated steel screw. Eccentric or 
helical with “pull” or “push” cam, in case-hardened and 
black-oxide steel or nickel-plated AISI 303 stainless steel 
(GN 918.5). The system is self-locking at any angular 
positioning. Cam diameter: 50 mm

GN 632.1 - GN 632.5
Grub screws
spherical end, steel

STAINLESS
STEEL

INOX

Hexagon socket head.
These grub screws can be used to realise different 
locking systems.
Levers, knobs or handles can be fitted to the threaded 
end by means of pins.
Threadings: M6 - M8 - M10 - M12

DIN 6319 - DIN 6319-NI
Concave and convex washers
Steel, AISI 303 or
AISI 316 stainless steel

STAINLESS
STEEL

INOX

These washers are used mainly for locking mechanical 
parts on non-parallel surfaces.
External diameters: 12 - 17 - 21 - 24 - 28 - 30 - 36 - 44 
- 56 - 68 - 78 - 92 mm

GN 506
T-Nuts
with guide and no-slip device

STAINLESS
STEEL

INOX

 
Zinc-plated steel, stainless steel ball and spring.
The device provided with a ball and spring, located 
inside the dowel, allows it to slide in aluminium 
sections avoiding accidental vertical slipping.
Groove width: 5 - 6 - 8 mm

RDB
Toothed clamping 
elements
SUPER-technopolymer

SUPER
TECHNO

POLYMER

The toothed elements are used to secure coupled parts 
at a given angle.
With or without built-in case. ML-RDB: AISI 301 
stainless steel push springs facilitating the detachment 
of the clamping elements.
Diameters: 32 to 40 mm

GN 346
Thrust pads
ball joint and threaded hole, steel

These thrust pads are used to transmit clamping forces.
They can be adapted on irregular or non-parallel 
surfaces and allow locking without transmitting the 
rotation to the surface to be locked.
Diameters: 16 - 20 - 24 - 30 mm

GN 184 - GN 184.5
Washers for screws
Steel or stainless steel

STAINLESS
STEEL

INOX

These washers are used on shafts to fit handwheels 
with an axial keyway.
Diameters: 16 - 20 - 22 - 25 - 28 - 32 - 36 - 40 - 45 
- 52 mm

GN 505.4 - GN 505.5
T-Nuts
quick-insert, steel
or stainless steel

STAINLESS
STEEL

INOX

 
These T-Nuts are suitable for quick insert in aluminium 
sections. A simple rotation clockwise by 90° assures 
the anchoring.
Groove width: 8 to 10 mm

GN 187.4 - GN 187.4-NI
Toothed clamping elements
Steel or AISI 316 LHC 
stainless steel

The toothed elements are used to secure coupled parts 
at a given angle.
Designed to be combined with GN 187.1 cases and 
GN 187.2 push spring.
Diameters: 22 - 27 - 32 - 40 mm

STAINLESS
STEEL

INOX

Machine elements

A wide range of standard elements for applications on industrial equipment and machines. 
Quality materials and high precision in production offer high reliability.

GN, DIN
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ANPS
Dismountable split set collars
Clamping assembly, technopolymer

STAINLESS
STEEL

INOX

Cylindrical head screws with hexagon socket and AISI 
316 stainless steel nuts. Suitable for assembly on idle 
shafts as end stops, for fixing end limit switches, pulleys, 
supporting pins or other components.
Internal diameters: from 12 to 40 mm

GN 1130
Lifting lock pins
Steel or stainless steel

STAINLESS
STEEL

INOX

Stainless steel balls and spring.
Diameters: 8 - 10 - 12 - 16 - 20 mm

STAINLESS
STEEL

INOX

Threaded studs or bosses with threaded blind hole in 
different combinations.
Natural rubber NR vibration-damping body, hardness 
40, 55, 70 ±5 Shore A.
Diameters: 8 - 10 - 15 - 20 - 25 - 30 - 40 - 50 - 60 - 
70 - 75 - 100 - 125 mm

Flat retaining magnets
 

Housing in zinc-plated steel (RMA, RMB, RMC), lacquered 
steel (RME), technopolymer (RMT) or stainless steel (RMC). 
Pass-through hole, threaded stud or hook-shaped. Magnet in 
hard ferrite, (SmCo) samarium cobalt, (NdFeB) neodymium-
iron-boron or (AlNiCo) aluminium-nickel-cobalt, shielded 
with high performances. Ø D = 6 to 125    L = 4.5 to 26

Unshielded flat retaining magnets

(SmCo) Samarium cobalt, (NdFeB) neodymium- 
iron-boron magnet, working temperatures from 80°C 
to 200°C.
Dimensions: 4 to 56

GN 707.2
Dismountable split set collars
clamping assembly, steel, 
stainless steel or aluminium

STAINLESS
STEEL

INOX

Phosphatised black-oxide steel or AISI 304 stainless 
steel grub screws; cylindrical head with hexagon 
socket. These split set collars can be used not only as 
end stops, but also for fixing other components, such 
as end limit switches.
Internal diameters: from 6 to 40 mm

DIN 172 - DIN 179
Guide bushings
Steel

Diameters: from 2 to 30 mm

DVB.6 - DVB.7
Vibration-damping elements
Rubber and steel 
or AISI 304 stainless steel

STAINLESS
STEEL

INOX

Threaded studs or bosses with threaded blind hole.
Natural rubber NR vibration-damping body, hardness 
40, 55, 70 ±5 Shore A.
Diameters: 20 - 25 - 32 - 38 - 43 - 50 - 60 mm

Flat retaining magnets
 with no-slip coating

Zinc-plated steel threaded insert with pass-through 
hole, male and female threads, knob or ring. (NdFeB) 
Neodymium-iron-boron magnet.
The elastomer surface increases the friction coefficient.
These magnets are suitable for use on sensitive surfaces.
Ø D = 12 to 88    L = 6 to 8.5

BEL-PM
Bull's eye levels
for mounting in suitable housings

Anodised aluminium body, natural or black colour. 
With smooth reference surface or threaded stud.
They are used to control the horizontal positioning of 
machines, devices, equipment and instruments.

DIN 580
Lifting eyebolts
AISI 304 stainless steel
or AISI 316

STAINLESS
STEEL

INOX

Threadings: M8 - M10 - M12 - M16 - M20 - M24

They can be used to create sliding benches, suitable for 
several applications: feeding and discharging benches, in 
construction machinery, storage and picking systems, packa-
ging machinery. Technopolymer roller elements with high 
load capacity. Antitrace thermoplastic polyurethane roller 
elements. Ball elements for the omnidirectional handling.

STAINLESS
STEEL

INOX

Threaded studs or bosses with threaded blind hole in 
different combinations.
Natural rubber NR vibration-damping body, hardness 
40, 55, 70 ±5 Shore A.
Diameters: 10 - 15 - 20 - 25 - 30 - 35 - 40 - 50 - 60 - 
70 - 75 - 95 mm

Cylindric retaining magnets
 

Housing in natural steel (RML), zinc-plated steel 
(RML, RMN), red colour lacquered steel (RMP) or 
brass (RMM), with or without smooth or threaded 
stud. (AlNiCo) Aluminium-nickel-cobalt magnet, 
shielded with high performances and moderate overall 
dimensions. Ø D = 4 to 63    L = 10 to 65

BEL-MS
Monodirectional screw-on levels
for screw mounting

Brass body with epoxy resin coating, grey or black 
colour. Execution with top view, top and side view, top 
and both side view.
They are used to control the horizontal positioning of 
machines, devices, equipment and instruments.

ELEROLL roller tracks
Technopolymer 
and polyurethane

DVC.1 - DVC.2 - DVC.3
Vibration-damping elements
Rubber and steel 
or AISI 304 stainless steel

DVA.1 - DVA.2 - DVA.3
Vibration-damping 
elements
Rubber and steel 
or AISI 304 stainless steel

GN, DIN, BEL




