


We invent, build, design, create, draw and imagine. 
We can all be creative but what makes the difference is 
the idea with character and singular personality.

Wherever your creativity will lead, among a maze of 
ideas and clouds of uncertainty, you’ll need a compass 
to guide you from form to matter, an instrument with 
temperament, original character,easy and precise.
From the idea of practical and immediate use, of  sim-
plicity, of technology nearest to the user combined 
with design research and uniqueness stems , we create 
VERVE.

The entry level 3D printer , but with the character of a 
top of the range.

“The way to do is to Be”
(Lao Tze) 

The way to do is…

VERVE



FEATURES

Narwhal
Narwhal is a dinamic interface where colored icons with 

symbols allow the user to enter commands in a easy 
and fast way. During the printing process a circle with a 
spheres on the display inform you about the work pro-
gress. No knobs, no clicks, the 2,8 inches touch screen 
display will allow to manage all functions only with a 

finger touch.

usb
With Narwhal you can load your file directly from the 

usb reader.

SIZE



200x200x200mm
Printable Area

50°- 100°C
Print bed temperature

0,4-0,8 mm
DiametrExtruder diameter

180°-260°
Extruder temperature

12,5/5micron
Axis resolution 

Cartesian
Axis movement

10-300mm/s
Max print and travel speed

1,75mm
Filament diameter
(ABS, PLA, Laywood, Laybrick, 
Nylon,
 PET, XT, XT-carbonio, ecc..)



0,020mm
Layer Resolution

Ce Mark
Declaration of conformity 

Optional
Dual extruder

Warranty
12/24 months on every components, 

extruder excluded
ELECTRICAL 

230 Volts 10 Ampere
0 – 60 Hz , 360 Watt max

Verve Suite
With the Kentstrapper Verve 3D printer 

are provided:
the power supply with cable, online 

manual,
pla spool, usb cable, software, online 

support and tools



Phoenix system
Interrupts. Stops . Resume whenever you want

The failure of your printer will never be cause by electricity outage : the 3D printer VERVE  know if it is wi-
thout power supply and save the printing process. This system permit also the management of the printing 
process, it can be in pause or arrested and resume it later.

Filament guardian
The filament ends but not the printing

If the filament ends, VERVE 3D printer know it and save the printing process – refill the filament – and then 
restart.

Automated Calibration
Just the time to start

The most complicate part in the use of a 3D printer is the calibration procedure of the print bed. We sear-
ched a solution for this problem and  we have equipped the 3D printer Kentstrapper VERVE  of an automa-
ted calibration that performs compensation of the different workplace heights by measuring on a nine-point 
grid made with a contactless inductive probe.  As you turn on the 3D printer you will be able to print without 
any procedure of calibration

Estrusion
Titan direct e All metal hotend

In order to push the filament it has been implemented the mini Titan Bowden system that allows you to use 
a variety of filaments and to have the best performance in terms of weight, size, reliability and accuracy
The 3D  printer Verve can also be requested with a second extruder, and we have developed a double extru-
sion system with a single nozzle that allows two colors or two different materials in the same print. The ad-
vantage of this configuration is that you do not have to align, center and adjust the heights of the different 
printheads, or have no work space reduction or have a perfect pair of colors or materials.
The Hotend instead is completely made of metal, allowing to have excellent performance in terms of quality 
and printing speed, it is also possible to interchange the nozzles in a simple and fast ,way selecting nozzle of 
0.4, 0.6., 0.8
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www.kentstrapper.com

www.kentstrapper.com/stampante-3d-kentstrapper-verve/

Via Antonio del Pollaiolo, 130 
50142 Firenze

+390554476656


