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Class A Foam Extinguishing Agent 

  
DESCRIPTION 
Environmentally formulated Class A Foam, one kind of air-compressed foam 
extinguishing agent, is a high-efficient and environment-friendly product, containing 
no PFOA or PFOS. 
It can be mixed with water in the proportion of 0.1%-2% to get the best extinguishing 
effect. 
 
This agent has very rich foam with close texture, strong adhesion and long durability. 
It can adhere to the surface of burning materials to foam a blanket with heat and 
radiation insulation so that the foam is steadily kept and water spots loss is reduced. 
In addition, the foam keeps liberating viscid liquid with high penetrating power, 
which can penetrate the surface to the bottom of burning materials, in order to get fast 
extinguishing effect and also prevent materials burning back. 
 
CERTIFICATIONS  
♦ Certificate of CE; 
 
APPLICATIONS 
♦ Tire fires 
♦ Landfill fires 
♦ Coal fires 
♦ Silo fires 
♦ All kinds fires of Class A 
 
PROPORTIONING RATE 
Class A Foam 0.10- 2.00% concentrate mixed with water 
  
FEATURES  
♦ Environment-friendly, containing no PFOA or PFOS 
♦ Fast extinguishing speed 
♦ Instant cooler 
♦ High capacity of Re-burn prevention 
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♦ High efficiency of heat insulation 
♦ Smoke and dust removed 
♦ Customized cold-resistant and seawater-resistant products available 
♦ Professional manufacturer with 60 years experience 
♦ Factory price 
♦ On time delivery 
   
TECHNICAL DATA  

Physical properties Data Recommended application 

Appearance Light yellow liquid 
function of moistness and 

osmosis: 0.1%~0.3% 

PH value 6.0~9.5 
normal burning building 

rescue:0.5%~0.7% 

Freezing point -10℃ Hell the buliding 

Min-working temperature -5℃ heat radiation: 0.7%~1.0% 

Max-working temperature 50℃  

 
SHIPPING INFORMATION 
Available in 1000L IBC and 200L drum. Other package can be implemented as per 
our customer’s requirements. 
 
SHELF 
♦ 3 years at least. 
♦ Stored at a cool, dry and well-ventilated room with the ambient temperature 
between -5°C~45°C 
♦ Avoid mixing with other chemicals or extinguishing agents during transportation 
and storage. 
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