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Cover and Lining: PU, Ribbed cover or smooth cover

Reinforcement Jacket: High-tenacity synthetic jacket

Color: Blue, Green, Black, Red, Green

Application: Irrigation, Pumping of sludge and liquid fertilizers, 

                  supply or drag hose

Araiable lenghth: 30m (100ft), 61m(200ft), 91.5m (300ft), 100m (330ft)

                           200m (660ft),300m(990ft),400m(1320ft)

Reference Brands: Superman HVT of Mandal,  Mineflex of Hose Solution

This hose is made from extruded thermoplastic polyether based polyurethane (TPU) with excellent wear & tear properties. The 

reinforcement is made from circular woven filament polyester yarn. The "extrusion through-the-weave" production method gives a 

very strong bonding between cover and lining as well as firmly encapsulating the woven polyester.

The hose has high resistance against commonly used chemicals and has excellent resistance to UV radiation, hydrolysis and 

fungus degradation. The abrasion resistance of the TPU is one of the highest available, making the hose ideal for use in the 

extremely abrasive environment in open pit mines. The outer cover has been designed with extra thickness in order to add wear & 

tear material. This extends the useful lifespan of the hose.

Extra abrasion resistance for rugged terrain and extreme conditions

Resistant to oil and chemicals

UV Stabilised

Abrasion:4000 DIN cycles

This hose can operate in a temperature range from -50 C deg to 80 C deg(-58 F deg to +176 F deg).

Hose

PU frac water hose
   (fracflo hose)

PU Covered Hose

Inner
Diameter

Wall
thickness

Working
pressure

Bursting
pressure

Tensile
Strength

Elongation at
WP

Expansion at
WP

(Inch ) ( Inch)    (lbs/ft )  (kg/m)   (PSI)   (PSI) (lbs)

4" 0.15 1.35 2.0 250 750 22,000 <1% <3%

6" 0.15 1.68 2.5 250 750 33,000 <1% <3%

8" 0.17 2.01 3.0 200 600 89,000 <1% <3%

10" 0.17 2.80 4.2 200 600 100,100 <1% <3%

12" 0.17 3.30 5.0 150 450 134,000 <1% <3%

Weight



Page 31

Tube and cover: Nitrile/PVC Blend, ribbed cover for maximum abrasion 

                        resistance. Thick wall.

Reinforecment: 100% virgin high tenacity polyester Jacket

Color: Black, Red, Yellow, Orange, Blue

Package: Rolled, packed in carton or loaded in pallet

Application: Water discharge, Transfers, Drainage, Irrigation installations, 

                Pumping of sludge and liquid fertilizers, Irigation, Chemical 

                industry, Refineries, Air-pressure Premium Solution
Standard lenghth: 15m (50ft), 20m (66ft), 30m (100ft), 60m(200ft), 90m

                          (300ft),200m (660ft),300m(990ft)

Reference Brand: Oroflex 20 of Tipsa,  Agroflex of Key fire, efc.

Manufacturing Technology: through-the-weave technology without delamination issues

Nitrile Rubber Covered Hose

NBR frac water hose
 (oroflex premium)

* Tailored hoses pressure rating and wall thickness are available for customers.

Hose

Inner
Diameter

Wall
thickness

Working
pressure

Bursting
pressure

Tensile
Strength

Elongation
at WP

Expansion
at WP

(Inch ) ( Inch)    (lbs/ft )  (kg/m)   (PSI)   (PSI) (lbs)

 8" 0.17 2.55 3.8 200 600 89,000

 10" 0.17 3.02 4.5 100,100

 12" 0.17 4.02 6 150 450 134,000

Weight

200 600

<1%

<1%

<1%

<2%

<2%

<2%

Hose shall be made from 100% high tenacity synthetic yarn circular woven and completely, protected and locked-in by tough 
highly resistant synthetic nitrile rubber, forming a single homogenous construction without the use of glues or adhesives of any 
type.

Lining Properties:
a. Ultimate Tensile Strength:
Tensile strength of the lining and cover shall not be less than 1500 psi (10,500 kpa ).
b. Ultimate Elongation:400% minimum.
c. Accelerated Aging Test

The tensile strength and ultimate elongation of the vulcanized rubber compound which has been subjected to the action of 
oxygen at a pressure of 300 psi +/- 10 psi , (2100kpa +/- 70kpa) and temperature of 70 degrees centigrade +/-1 degree 
centigrade (158 F +/- 18 F ) for a period of 96 hours shall be , greater than 60% of the original properties stated.
 
Temperature range:From -30 C deg to 80 C deg (-22 F deg to 176 F deg)
Abrasion Resistance: withstand 101000 cycles. 
Standard Length: 660ft,990ft
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