
Profitability
T.Bridge allows you to achieve your goals with the use of few resources. Instead 
of investing in new terminals, base stations and finally in costs for installation 
and maintenance, you can connect additional users using the Bridge feature in 
TASSTA.

With T.Bridge you can expand your PMR radio coverage cost-efficiently by connecting employees out of the existing network coverage with 
common Smartphones (via 2G, 3G, 4G, LTE, WiFi) or Desktop PC over the TASSTA application. 

Thanks to a new multiusage concept "T.Bridge" can operate in TETRA or/and MOTOTRBO Networks as well.

Mobility
Using T.Bridge will allow you maximum flexibility when developing your 
network. You can connect two different systems and – regardless of the 
manufacturer – unite them to one. On the other hand, TASSTA can connect 
users who are actually working outside of your coverage and that way increase 
your range. Users connected by TASSTA have a choice in choosing their 
end-devices (Smartphones, Tablets, Desktops) and you as a company enjoy 
worldwide mobility.

Compatibility

The T.Bridge is the connection between different PMR Networks. You can 
connect TASSTA with your current network, or you can connect two different 
ones between each other. All this regardless of the manufacturer!

Scalability
Setting groups and connecting networks can easily be managed on the TASSTA 
interface. Adding other resources can expand your system as desired – anytime 
and everywhere.

Hardware
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T.Bridge: Mobilize Your Network

1,25 kg

Inpur Voltage 100-240 VAC
(47...63Hz)

0°C to +60°C

21cm x 5,5cm x 12,6cm

Power

Operating temperature

Dimensions (HxWxD)

case: aluminium & dustproof

Accessories for desktop installation can be provided

Interfaces on rear side: 
1 x VGA, 2 x Gigabit-Lan, 4 x serial, 2 x USB 2.0

Weight
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T.Bridge has all important features for reliable communication.

FEATURES

CONFIGURATION
Depending on the customer requirements the T.Bridge can have several configurations: 

  
Interconnection of two or more Digital   
Interconnection of two or more Digital Networks and a TASSTA Network  

 
Subject to change without notice

Different TETRA Frequency Bands
- 380-400 MHz
- 410-430 MHz
Other frequency bands supplied by request.

On request: Analog-TASSTA, Analog-Analog, Analog-Digital, Analog-TASSTA-Digital

Interconnection between TASSTA and Digital Network (TETRA, DMR)
DescriptionBridge Configuration 

Digital-TASSTA  
Digital-Digital 
Digital-TASSTA-Digital 
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TASSTA Network    
(2G, 3G, 4G, LTE, WiFi)

Digital Network 
(TETRA, DMR and more)

Analog Network 
(MPT and more)

Group Call 
Individual Message/ 
Group Messages 
 

GPS tracking 

Up to 8 TETRA Groups 

 

Manager 

API interface to DAMM®

and MOTOTRBO®

Different TETRA 
Frequency Bands

T.Bridge Configuration 
Manager
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PEI Interface to various
TETRA and DMR 
Terminals

The bridge can be connected to a TETRA or DMR network via PEI interface to mobile terminals. This way TETRA and 
DMR terminals can also operate flexibly in other networks.
It has been tested with:   - Sepura SRG3900
                                      - Motorola MTM800
Other devices can be confirmed on request.

Voice communication in group. One of the main features supported by any T.Bridge configuration.

The feature allows send/receive message/SDS. The T.Bridge handles all the routine to rout SDS messages between different 
TETRA networks and TASSTA: send/receive the SDS messages from one TETRA network to another as well as send/receive
messages from TASSTA to TETRA and vice versa. Supported by any T.Bridge configuration.

T.BRIDGE

This feature provides an opportunity to obtain GPS coordinates from TETRA terminals and TASSTA Clients. The GPS data can be
displayed on the TASSTA Desktop Client map or routed to specified interfaces.

The T.Bridge supports unlimited groups. However, one TETRA terminal can operate only in one time. In default configuration
T.Bridge supports one TETRA group but can be extended with additional hardware configuration up to 8 TETRA groups.

The T.Bridge can be connected to the TETRA DAMM® or DMR MOTOTRBO® system via API 
interface. Thanks to this the bridge can interconnect TETRA and DMR networks.

The Bridge has its own web based configuration interface – Configuration Manager.
It is convenient and simple and includes all basic settings for PEI and TASSTA interfaces.


