
Particularly where effi-
cient, high-quality kiln dry-
ing installations are con-
cerned, measuring wood 
moisture levels with Pre-
cision has a critical Part 
to Play. for this reason 
Bes-Bollmann is not only 
well known as a Producer 
of first class, high-quality 
kiln drying installations 
But also has its own Pro-
gram of highly soPhistica-

ted devices with which to 
analyze the moisture con-
tent of timBer and Building 
materials.

We have paid particular attention to 
ensure that all our devices are easy 
to operate and highly resilient. This 
means that all BES Bollmann de-

vices from whichever range are reli-
able even in the most demanding 
circumstances. Just how flexible 
BES Bollmann delivery programs 
are, is shown by the fact that de-
vices from all our ranges can be 
combined with various probes and 
can therefore easily be adjusted to 
suit individual requirement.
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TO mEaSurE iS TO knOW

gOOd, cOnTrOL iS BETTEr.
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1 - Pocket Series: Easy Contact

2 - Pocket Series: Easy maxi

3 - Professional Series: H-DI 20 Scan

4 - Professional Series: H-DI 3.10

Pocket series
The Easy is the smallest model in 
the BES Bollmann moisture mea-
suring technology range. With its 
large graphics display it can be 
used wherever a robust, com-
pact design and easy operation 
are important. moreover, it can be 
used not only for measuring timber 
moisture levels, but also for de-
termining building moisture levels. 
its additional measuring head also 
ensures non-destructive measure-
ment. Just like its larger siblings, it 
has a battery and calibration value 
test function. 

The new Easy comfort was es-
pecially developed for measuring 
timber- and building moisture. You 
can configure the Easy plus to your 
individual requirements. From a list 
of 34 materials you can choose 2 
wood groups and 2 building ma-
terials. naturally the Easy comfort 
includes a removable contact cap, 

which guarantees non-destructive 
measurement. Further features 
are the large display, the compact 
housing, the easy handling and 
temperature compensation. The 
additional data hold function makes 
it comfortable to read measure-
ments from hard to reach places. 
The Easy maxi has the same char-
acteristics as the Easy comfort. 
in addition to timber and material 
moisture, Easy maxi also measures 
air moisture and temperature. in 
this way, drying conditions can be 
reliably assessed directly on-site.a

Professional range
using devices in the Professional 
range you are able to measure 
the moisture content of about 300 
species of timber. (H-di 3.3 from 
4 to 40 percent; H-di 3.10 from 
4 to 100 percent). Because they 
are simple to operate ( the devices 
have, for example, a 4-stage timber 
group selector switch) and because 

of their high-precision measur-
ing capacity, they are the perfect 
tool for all professionals who like a 
quick and accurate measurement 
on site. in addition to the features 
possessed by the H-di3.3, the Hdi 
3.10 has temperature correction, 
an extended measuring range, the 
capacity to measure building mois-
ture content and FmPa approval.
 
master range
as far as the precise and versatile 
measurement of timber and build-
ing moisture levels is concerned, 
measuring devices from the combo 
range represent state-of-the-art 
technology. its high-tech micropro-
cessor takes into account wood 
temperature and ambient tempera-
ture to within 0.5 °c. in addition, 
the combo 100/200 can also be 
used for measuring air moisture. 
The combos are easy to operate 
using the character keys on the 
keypad, and also switch off auto-

5 - Combo 100

6 - Combo 200

7 - Surface probe 

8 - wood temperature probe 

9 - Sliding hammer probe

10 - Probe for temperature and humidity

11 - Double needle probe
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matically if they are not used for a 
lengthy period. Special features of 
the combo 200 are the measure-
ment values memory, clock, calen-
dar and serial interface. This means 
that specific calibration curves and 
the statistics for a particular dry-
ing procedure can be recorded. 
Together with the accompanying 
software it is possible to interpret 
re-recorded data and prepare sta-

tistics relating to the progress of 
the drying procedure.

Industrial range
The Tm-umEc 2250 is ideally 
suited for measuring moisture in 
the industrial environment. You 
define the tolerance range, and the 
installation marks or separates the 
saw timber is outside the specifica-
tion. The software developed spe-

cially for this application facilitates 
computer controlled task definition, 
evaluation and management via Pc 
while your production process is 
rationalized and quality assurance 
optimized at one and the same 
time.
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