
BORA - the universal model
The BORA perforated plate gluing press offers an almost 
unlimited range of use.       
              It can be used to produce  doors,  
                                  frames, door 
      panels, steps, etc.  
                 thanks to the wide           
                                                                    variety of different 
                                                                        press and   
                         function ele-
                                                                          ments.

QUATTRA - keeping within bounds
The practical 
QUATTRA frame 
and edge gluing 
press consists 
of a very sturdy 
framework 
with adjustable 
vertical and 
horizontal 
pressure beams 
and counter 
bearings.

CENTRO - the rapid model

Thanks to its electrohydraulic drive, the frame pressing 
machine CENTRO presses frames of 
different shapes and sizes. 
The force of pressure can 
be individually adjusted 
in every direction.

The torsion-free pressure 
beam ensures 
precise right 
angles and 
very tight 
joints.

Solid wood borders and trims 
up to a width of 105 mm can be glued into 
place with MOBIL.
The pressure is exerted by pneumatic cylinders      in a rigid 
pressing bed with integrated electric heating bar.

Further information
Detailed information on all products 
from Reinhold Beck Machinenbau 
GmbH can be found on the current 
web site 
 

www.beck-maschinenbau.de

Further data and product descriptions 
can also be inquired at any time from 
the phone number 

 Tel. +49(0)7576 962978-0

Special designs and sizes on request.

Reinhold Beck 
Maschinenbau GmbH
Im Grund 23
D-72505 Krauchenwies
Phone +49(0)7576 962978-0
Fax +49(0)7576 962978-90
info@beck-maschinenbau.de
www.beck-maschinenbau.de

Gluing Presses

Working dimensions  BORA 1  2500 x 1500 mm
   BORA 2  3000 x 2000 mm
   BORA 2-L 4000 x 2000 mm

Work. dimens.     as frame press  as edge press
QUATTRA 1 2700 x 1800 mm  3000 x 1800 mm
QUATTRA 2 2700 x 1800 mm  3000 x 1800 mm
QUATTRA 3A    2500 x 1800 mm
QUATTRA 3B    3000 x 1800 mm

Model    Working dim. (w x h x d)
MOBIL 2500   2500 x 50 x 105 mm
MOBIL 3000   3000 x 50 x 105 mm 
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Presses 

optimized application
individual
powerful

MOBIL - close to the edge

Working dimension max.          3000 (3500) x 1700 (2000) mm*
Working dimension min.                                    350 x 400 mm
* depending on design



Hydro-Export - the specialist

Gluing Presses

Gluing presses from the KONTRA 
series have a firm place in the Reinhold 
Beck Maschinenbau GmbH range of 
products. 
The various models have been 
continuously improved over the years 
whilst essentially retaining the tried and 
tested mode of operation.

The sturdy basic construction and a 
variety of different-sized tables for the 
specific models characterise the gluing 
presses in the KONTRA series.

Easy insertion thanks to hinged tables, 
robust holding down devices of steel 
and pneumatic press elements guaran-
tee the function. Thanks to the modular 
construction KONTRA is extendable at 
will.

KONTRA - the classic KONTRA Comet - the pneumatic model
The 2-table gluing 
star has infinitely 
adjustable 
holding 
down 
devices, 
hinged 
hold 
down 
frames 
and 
fixed 
or 
infinitely adjustable, floating counter 
bearings.
With a max. clamping depth of 1,250 mm 
and a max. pressing length of 6 m it 
gives joiners, interior contractors 
and staircase constructors clear 
competitive advantages – on 
2 rotating tables.

Pressing length 
min. (KONTRA junior)                800 mm 
max. (KONTRA E)       2600 mm

Clamping depth 
min. (KONTRA junior)     850 / 1050 mm
max. (KONTRA A - H)  850/1050/1250 mm
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KONTRA Comet EH - the electrohydraulic model 
The EH model exerts an even 

higher pressure on 
the workpiece thanks 

to electrohydraulically 
operated 

press 
elements. 
The 
sturdy 
base 

con-
struction and 

powerful holding down 
devices ensure optimum results.

KONTRA Star - the powerhouse 
The electrohydraulic gluing rotor has 3 or 4 tables in a modular 
design. The basic frame consists of thick-walled special steel 
sections. Rotation is provided by an electric motor on a proven 
pivot bearing with two support plates and twin support rollers. 
The hydraulic press cylinders can be positioned at random on 
each table and thus adapted to the length of the workpiece. 
This guarantees an optimum distribution of pressure at all 
times.
The KONTRA Star has a fixed lower counter bearing 
(optionally adjustable) at a working height of approx. 750 mm. 
The holding down device carriage can be moved freely and 
with a pneumatic contact pressure and a continuous holding 
down pressure piece. The holding down device carriages can 
be parked on the left or right during feeding and unloading 
to guarantee optimum access to the gluing press with no 
interfering edges.

Pressing length  max.               2400 - 6000 mm * 
Clamping depth            850 / 1050 / 1250 mm
*depending on design

Working dimensions ( w x h x d) mm      
HEB 001           3000 x 2000 x 100  
HEB 002   3500 x 2250 x 100
Outer measurements ( w x h x d) mm
HEB 001 4000 x 2750 x 800
HEB 002 4500 x 3000 x 800

The press especially for the windows 
and doors construction.

Long-stroke hydraulic pressing 
cylinders on free-moving carrier plates 
exert the necessary pressure on the 
workpieces in a horizontal and verti-
cal direction. These form the working 
surface together with a thrust 
bearing firmly integrated in the frame 
that is available over the entire 
pressing height.

The base frame is built of extremely 
sturdy steel components. 
All slideways have been machined.

Pressing length  max.                          6000 mm * 
Clamping depth                                 1250 mm
* depending on design

Pressing length  max.                          6000 mm * 
Clamping depth                                 1300 mm
*depending on design


